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Foreword 

This Technical Specification has been produced by the 3"* Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 
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1 Scope 

The present document specifies the Radio Frequency (RP) test methods and Minimum Requirements for UTRA 
Repeaters. These have been derived from, and are consistent with the UTRA Repeater specifications defined in TS 
25.106. 

This document establishes the minimum RF characteristics of the UTRA Repeater. 



2 References 

The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version appUes. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 



[1] 3GPP TS 25.104: "UTRA(BS) FDD; Radio transnoission and Reception". 

[2] 3GPP TS 25 .942: "RF system scenarios" . 

[3] 3GPP TS 25.113: "Base station EMC". 

[4] ITU-R reconnmendation SM.329: "Unwanted emissions in the spurious domain". 

[5] ITU-T recommendation 0.153: "Basic parameters for the measurement of error performance at bit 

rates below the primary rate". 

[6] lEC 60721-3-3 (1994): "Classification of environmental conditions - Part 3: Classification of 

groups of environmental parameters and their severities - Section 3: Stationary use at weather 
protected locations". 

[7] lEC 60721-3-4 (1995): "Classification of environmental conditions - Part 3: Classification of 

groups of environmental parameters and their severities - Section 4: Stationary use at non-weather 
protected locations". 

[8] lEC 60068-2-1 (1990): "Environmental testing - Part 2: Tests. Tests A: Cold". 

[9] lEC 60068-2-2 (1974): "Environmental testing - Part 2: Tests. Tests B: Dry heat". 

[10] lEC 60068-2-6 (1995): "Environmental testing - Part 2: Tests - Test Fc: Vibration (sinusoidal)". 

[llj 3GPP TS 25.141: "Base station conformance testing (FDD)". 

[12] 3GPP TS 25.106: "UTRA Repeater; Radio transmission and reception". 



3 Definitions, symbols and abbreviations 
3.1 Definitions 



For the purposes of the present document, the following terms and definitions apply: 
Donor coupling loss: is the coupling loss between the repeater and the donor base station. 
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Down-link: signal path where base station transmits and mobile receives 

Maximum output power, Pmax: This is the mean power level per carrier measured at the antenna connector of the 
Repeater in specified reference condition. 

Pass band: the Repeater can have one or several pass bands. The pass band is the frequency range that the Repeater 
operates in with operational configuration. This frequency range can correspond to one or several consecutive nominal 
5 MHz channels. If they are not consecutive each subset of channels shall be considered as an individual pass band. 

Repeater: a device that receives, amplifies and transmits the radiated or conducted RF carrier both in the down-Unk 
direction (from the base station to the mobile area) and in the up-Unk direction (from the mobile to the base station). 

Up-link: signal path where mobile transmits and base station receives. 

3.2 Symbols 

(void) 

3.3 Abbreviations 



For the purposes of the present document, the following abbreviations apply: 



BTS 


Base Transceiver Station 


cw 


Continuous Wave (unmodulated signal) 


EVM 


Error Vector Magnitude 


FDD 


Frequency Division Duplex 


EPS 


For Further Study 


IMT2000 


International Mobile Telecommunication-2000 


ITU 


International Telecommunication Union 


MS 


Mobile Station 


RF 


Radio Frequency 


TDD 


Time Division Duplex 


UARFCN 


UTRA Absolute Radio Frequency Channel Number 


UMTS 


Universal Mobile Telecommunication System 


UTRA 


Universal Terrestrial Radio Access 


WCDMA 


Wide band Code Division Multiple Access 



4 Frequency bands and channel arrangement 
4.1 Frequency bands 

a) A UTRA/FDD Repeater is designed to operate in one or several pass bands within either of the following paired 
frequency bands; 



Table 4.1 : Frequency bands 



Operating 
Band 


UL Frequencies 
UE transmit, Node B receive 


DL frequencies 
UE receive, Node B transmit 


1 


1920 - 1980 MHz 


21 10 -21 70 MHz 


II 


1850 -1910 MHz 


1930 -1990 MHz 


III 


1710 - 1785 MHz 


1805 - 1880 MHz 


IV 


1710 - 1755 MHz 


2110-2155 MHz 


V 


824 - 849MHz 


869 - 894MHz 


VI 


830 - 840 MHz 


875 - 885 MHz 



b) Deployment in other frequency bands is not precluded. 
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4.2 TX - RX frequency separation 

a) A UTRA/FDD repeaters is designed to operate with the following TX to RX frequency separation 



Table 4.2: TX-RX frequency separation 



Operating Band 


TX-RX frequency separation 


1 


190 MHz 


II 


80 MHz 


III 


95 MHz 


IV 


400 MHz 


V 


45 MHz 


VI 


45 MHz 



b) A UTRA/FDD Repeater can support both fixed and variable up-Unk to down-link frequency separation. 

c) The use of other up-link to down-link frequency separations in existing or other frequency bands shall not be 
precluded. 

4.3 Channel arrangement 

4.3.1 Channel spacing 

The nominal channel spacing is 5 MHz, but this can be adjusted to optimise performance in a particular deployment 
scenario. 

4.3.2 Cliannel raster 

The channel raster is 200 kHz for all bands, which means that the centre frequency must be an integer multiple of 200 
kHz. In addition a number of additional centre frequencies are specified according to the table 4.4, which means that the 
centre frequencies for these channels are shifted 100 kHz relative to the general raster. 

4.3.3 Cliannel number 

The carrier frequency is designated by the UTRA Absolute Radio Frequency Channel Number (UARFCN). 

For each operating band, the UARFCN values are defined as follows. 

Uplink: Nu = 5 * (Ful - FuL_offset), for the carrier frequency range Fuljow ^ Ful ^ FuL_high 

Downhnk: Nd = 5 * (Fdl - pDL.offset). for the carrier frequency range Fdljow ^ Fdl ^ FoL.high 

For each operating Band, FuL_offset, Fuljow. FuL Mgh, FDL_offset„ Fdljow and FoL.ugh are defined in Table 4.3 for the 
general UARFCN. For the additional UARFCN, Ful offset. FoL.offset and the specific Ful and Fdl are defined in Table 
4.4. 



Table 4.3: UARFCN definition (general) 





UPLINK (UL) 




DOWNLINK (DL) 






UE transmit, Node B receive 


UE receive, Node B transmit 


Band 


UARFCN 


Carrier frequency (Ful) 


UARFCN 


Carrier frequency (Fdl) 




formula offset 


range [IVIHz] 


formula offset 


range [IVIHz] 




Ful Offset [iVIHz] 


Ful low 


Ful high 


FDL_Offset [IVIHz] 


Fdl low 


Fdl high 


1 





1922.4 


1977.6 





2112.4 


2167.6 


II 





1852.4 


1907.6 





1932.4 


1987.6 


III 


1525 


1712.4 


1782.6 


1575 


1807.4 


1877.6 


IV 


1450 


1712.4 


1752.6 


1805 


2112.4 


2152.6 


V 





826.4 


846.6 





871.4 


891.6 


VI 





832.4 


837.6 





877.4 


882.6 



ETSI 



3GPP TS 25.143 version 6.7.0 Release 6 10 ETSI TS 125 143 V6.7.0 (2007-06) 



Table 4.4: UARFCN definition (additional channels) 



Band 


UPLINK (UL) 


DOWNLINK (DL) 




UE transmit, Node B receive 


UE receive, Node B transmit 




UARFCN formula 


Carrier frequency [MHz] 


UARFCN formula 


Carrier frequency [MHz] 




offset 


(Ful) 


offset 


(Fdl) 




FuL_offset [MHz] 




FoL.offset [MHz] 




1 




■ 


■ 


■ 


II 


1 850 1 


1852.5, 1857.5, 1862.5, 


1850.1 


1932.5, 1937.5, 1942.5, 






1867.5, 1872.5, 1877.5, 




1947.5, 1952.5, 1957.5, 






1882.5, 1887.5, 1892.5, 




1962.5, 1967.5, 1972.5, 






1897.5, 1902.5, 1907.5 




1977.5, 1982.5, 1987.5 


III 










IV 


1380.1 


1712.5, 1717.5, 1722.5, 


1735.1 


2112.5, 2117.5, 2122.5, 






1727.5, 1732.5, 1737.5 




2127.5, 2132.5, 2137.5, 






1742.5, 1747.5, 1752.5 




2142.5, 2147.5, 2152.5 


V 


670.1 


826.5, 827.5, 831.5, 832.5, 


670.1 


871.5, 872.5, 876.5, 






837.5, 842.5 




877.5, 882.5, 887.5 


VI 


670.1 


832.5, 837.5 


670.1 


877.5, 882.5 



5 General test conditions and declarations 

This specification applies only to UTRA/FDD Repeater. 

The requirements of this clause apply to all applicable tests in this specification. Many of the tests in this specification 
measure a parameter relative to a value, that is not fuUy specified in the UTRA specifications. For these tests, the 
Minimum Requirement is determined relative to a nominal value specified by the manufacturer. 

Some requirements for the Repeater may be regional as listed in subclause 5.6. 

When specified in a test, the manufacturer shall declare the nominal value of a parameter, or whether an option is 
supported. 

Schematic drawings for the individual measurement set-up can be found in the Annex. 



5.1 Acceptable uncertainty of Test System 

The maximum acceptable uncertainty of the Test System is specified below for each test, where appropriate. The Test 
System shall enable the stimulus signals in the test case to be adjusted to within the specified tolerance, and the 
equipment under test to be measured with an uncertainty not exceeding the specified values. All tolerances and 
uncertainties are absolute values, and are valid for a confidence level of 95 %, unless otherwise stated. 

A confidence level of 95% is the measurement uncertainty tolerance interval for a specific measurement that contains 
95% of the performance of a population of test equipment. 

For RF test it should be noted that the uncertainties in subclause 5.1 apply to the Test System operating into a nominal 
50 ohm load and do not include system effects due to mismatch between the DUT and the Test System. 



5.1 .1 Measurements of test environments 

The measurement accuracy of the Repeater test environments defined in Subclause 5.4, Test environments shall be. 

Pressure ± 5 kPa. 

Temperature + 2 degrees. 

Relative Humidity + 5 %. 

DC Voltage ± 1,0 %. 

AC Voltage ±1,5%. 

Vibration 10 %. 

Vibration frequency 0,1 Hz. 
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The above values shall apply unless the test environment is otherwise controlled and the specification for the control of 
the test environment specifies the uncertainty for the parameter. 
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5.1 .2 Measurements of Repeater 



Table 5.1 : Maximum Test System Uncertainty 



Subclause 


Maximum Test System Uncertainty 


Range over which Test 
System Uncertainty applies 


6.1 Maximum output power 


±0,7 dB 




7 Frequency error 


±12 Hz 


Measurement results of 
± 500 Hz 


8 Out of band gain 


±0,5 dB 

Calibration of test set-up shall be made without 

n 1 1 X in nrHor tn ^phiov/o tho sippiirsipx/ 

L/.U. 1 . Ill (JIUCI WJ ClLrl lie VC LI IC7 CtOOUl CtOy 




9.1 Spectrum emission masl< 


±1,5dB 

Due to carrier leakage for measurements specified 
in a 1 MHz bandwidth close to the carrier (4 MHz to 
8 MHz), integration of the measurement using 
several narrower bandwidth measurements may be 
necessary in order to achieve the above accuracy. 

The interference from the signal generator ACLR 
shall be minimum 1 dB below that of a Base 
Station according toTS25.141 




Q Qniirir^iic omicciAnc 
73. c. 0|JUIIUUo CI 1 lloolLfl lo 


In 1 ITRA 3nH rriovictonr'o roooiv/o hnnHc 

II 1 U 1 11 AA cll lU UUCAIolCl l(_(C ICOdvC UClIIUo. 

for results > -60 dBm ±2,0 dB 
for results < -60 dBm ±3,0 dB 
Outside above range: 
emission power 
f< 2,2 GHz ±1,5dB; 
2,2GHz<f<4GHz ±2,0 dB; 

The interference from the signal generator ACLR 
shall be minimum 1 dB below that of a Base 
Station according toTS25.141 




10.1 Error vector magnitude 


± 2,5 % (single code applied) 

(±2,5 % measurement error for single code). 

5,0 % EVM in the stimulus signal (single code) will 
shift the EVM maximum value 0,7% to 18,2%. 
(RSS repeater EVM and Stimulus EVM.) 


Measurement results from 
12,5% to 22,5% at signal 
power = P max - 3dB to 

" maX - 1 O UD 


10.2 Peak code domain error 


±1,1dB 

Formula: RSS measurement error and impedance 

mismatch error 

(using ±1 ,0 dB measurement error and ±0,5 dB 
impedance mismatch error (stimulus side) 
assuming 14 dB return loss) 


Measurement results from - 

oe /-JD tr\ HR at cinnal 
OO UD lU OU UD, dl oiyridi 

power = P_max - 3 dB to 
P_max - 18 dB 


1 1 Input intermodulation 
Characteristics 


±1,2dB 

Formula: RSS CW1 level error, 2 x CW2 level 
error, and measurement error (using all errors = 
±0,5 dB) 




12 Oiitmit Intprmnrliilatifjn 

1 £- Lk^U L III Ld 1 1 lUUI-IIClLlwl 1 


•\-0 1 HR Qnoptri im oiniccinn 

IL^, 1 UO 0|JCLrLIUIII ClIllooiUII 

Formula: RSS 2x Interference signal level error and 
Spectrum emission measurement level error. (1 dB 
interference signal level error is assumed.) 

Due to carrier leakage for measurements specified 
in a 1 MHz bandwidth close to the carrier (4 MHz to 
8 MHz), integration of the measurement using 
several narrower bandwidth measurements may be 
necessary in order to achieve the above accuracy. 
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The interference from the signal generator ACLR 
shall be minimum 1 dB below that of a Base 
Station 

For spurious emission: 

In UTRA and coexistence receive bands: 

for results > -60 dBm ±2,0 dB 

for results < -60 dBm ±3,0 dB 

Outside above range: 

emission power 

f< 2,2 GHz ±1,5dB; 

2,2 GHz<f <4GHz ±2,0 dB; 

f > 4 GHz ±4,0 dB. 

The Interference signal must have a spurious 
emission level at least 10 dB below the spurious 
levels required in 9.2. 




1 3 Adjacent Channel 
Rejection Ratio 


+0,7 dB 





5.2 Repeater test tolerances (informative) 

The Test Tolerances defined in this subclause have been used to relax the Minimum Requirements in this specification 
to derive the Test Requirements. 

The Test Tolerances are derived from Test System uncertainties, regulatory requirements and criticality to system 
performance. As a result, the Test Tolerances may sometimes be set to zero. 

The test tolerances should not be modified for any reason e.g. to take account of commonly known test system errors 
(such as mismatch, cable loss, etc.) 



Table 5.2: Test Tolerance 



Subclause 


Test Tolerance (Note 1) 


Notes 


6.1 IVIaxImum output power 


0,7 dB 




9.1 Spectrum emission mask 


1,5 dB 


dB test tolerance for the 
additional Band II, IV and V 
requirements 


9.2 Spurious emissions 


OdB 




7 Frequency error 


12 Hz 




10.1 Error vector magnitude 


0% 


Target value Is shifted due to 
stimulus EVM 


10.2 Peak code domain error 


1,1 dB 




8 Out of band gain 


0,5dB 




1 1 Input Intermodulatlon Characteristics 


1,2dB 




12 Output intermodulatlon 


1 ,5 dB for spectrum emission 
dB for spurious emission 




13 Adjacent Channel Rejection Ratio 


0,7 dB 




Note 1 : Unless othenwise stated. The Test Tolerances are applied to the DDT Minimum Requirement. See 
Annex B. 



5.3 Interpretation of measurement results 

The measurement results returned by the Test System are compared - without any modification - against the Test 
Requirements as defined by the share risk principle. 

The share risk principle is defined in ETR 273 Part 1 sub-part 2 section 6.5. 

The actual measurement uncertainty of the Test System for the measurement of each parameter shall be included in the 
test report. 
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The recorded value for the Test System uncertainty shall be, for each measurement, equal to or lower than the 

appropriate figure in subclause 5.1 of this specification. 

If the Test System for a test is known to have a measurement uncertainty greater than that specified in subclause 5.1, it 
is still permitted to use this apparatus provided that an adjustment is made as follows. 

Any additional uncertainty in the Test System over and above that specified in subclause 5.1 shall be used to tighten the 
Test Requirement-making the test harder to pass. (For some tests e.g. receiver test, this may require modification of 
stimulus signals). This procedure will ensure that a Test System not compliant with subclause 5.1does not increase the 
chance of passing a device under test where that device would otherwise have failed the test if a Test System compliant 
with subclause 5.1 had been used. 

5.4 Test Environment 

For each test in the present document, the envirormiental conditions under which the Repeater is to be tested are 
defined. 

5.4.1 Normal test environment 

When a normal test environment is specified for a test, the test should be performed within the minimum and maximum 
limits of the conditions stated in Table 5.3. 



Table 5.3: Limits of conditions for Normal Test Environment 



Condition 


Minimum 


Maximum 


Barometric pressure 


86 kPa 


106 kPa 


Temperature 


15°C 


30°C 


Relative Humidity 


20% 


85% 


Power supply 


Nominal, as declared by the manufacturer 


Vibration 


Negligible 



The ranges of barometric pressure, temperature and humidity represent the maximum variation expected in the 
uncontrolled enviroimient of a test laboratory. If it is not possible to maintain these parameters within the specified 
limits, the actual values shall be recorded in the test report. 

NOTE: This may, for instance, be the case for measurements of radiated emissions performed on an open field 
test site. 

5.4.2 Extreme test environment 

The manufacturer shall declare one of the following: 

1) the equipment class for the equipment under test, as defined in the lEC 60 721-3-3 [6]; 

2) the equipment class for the equipment under test, as defined in the lEC 60 721-3-4 [7]; 

3) the equipment that does not comply to the mentioned classes, the relevant classes from lEC 60 721 [6], [7] 
documentation for Temperature, Humidity and Vibration shall be declared. 

NOTE: Reduced functionaUty for conditions that fall out side of the standard operational conditions are not tested 
in the present document. These may be stated and tested separately. 

5.4.2.1 Extreme temperature 

When an extreme temperature test environment is specified for a test, the test shall be performed at the standard 
minimum and maximum operating temperatures defined by the manufacturer's declaration for the equipment under test. 

Minimum temperature: 

The test shall be performed with the environment test equipment and methods including the required environmental 
phenomena into the equipment, conforming to the test procedure of lEC 60 068-2-1 [8]. 
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Maximum temperature: 

The test shall be performed with the environmental test equipment and methods including the required environmental 
phenomena into the equipment, conforming to the test procedure of lEC 60 068-2-2 [9]. 

NOTE: It is recommended that the equipment is made fuUy operational prior to the equipment being taken to its 
lower operating temperature. 

5.4.3 Vibration 

When vibration conditions are specified for a test, the test shall be performed while the equipment is subjected to a 
vibration sequence as defined by the manufacturer's declaration for the equipment under test. This shall use the 
environmental test equipment and methods of inducing the required environmental phenomena in to the equipment, 
confomiing to the test procedure of lEC 60 068-2-6 [10]. Other envirormiental conditions shall be within the ranges 
specified in subclause 5.4.1. 

NOTE: The higher levels of vibration may induce undue physical stress in to equipment after a prolonged series 
of tests. The testing body should only vibrate the equipment during the RF measurement process. 

5.4.4. Power supply 

When extreme power supply conditions are specified for a test, the test shall be performed at the standard upper and 
lower limits of operating voltage defined by manufacturer's declaration for the equipment under test. 

Upper voltage limit: 

The equipment shall be supplied with a voltage equal to the upper limit declared by the manufacturer (as measured at 
the input terminals to the equipment). The tests shall be carried out at the steady state minimum and maximum 
temperature hmits declared by the manufacturer for the equipment, to the methods described in lEC 60 068-2-1 [8] Test 
Ab/Ad and TEC 60 068-2-2 [9] Test Bb/Bd: Dry Heat. 

Lower voltage limit: 

The equipment shall be supplied with a voltage equal to the lower hmit declared by the manufacturer (as measured at 
the input terminals to the equipment). The tests shall be carried out at the steady state minimum and maximum 
temperature limits declared by the manufacturer for the equipment, to the methods described in lEC 60 068-2-1 [8] Test 
Ab/Ad and lEC 60 068-2-2 [9] Test Bb/Bd: Dry Heat. 

5.5 Selection of configurations for testing 

Most tests in the present document are only performed for a subset of the possible combinations of test conditions. For 
instance: 

only one RF channel may be specified to be tested; 

only one timeslot may be specified to be tested. 

When a test is performed by a test laboratory, the choice of which combinations are to be tested shall be specified by the 
laboratory. The laboratory may consult with operators, the manufacturer or other bodies. 

When a test is performed by a manufacturer, the choice of which combinations are to be tested may be specified by an 
operator. 
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5.6 Regional requirements 

Some requirements in TS 25.143 may only apply in certain regions. Table 5.4 lists all requirements that may be applied 
differently in different regions. 



Table 5.4: List of regional requirements 



Sub-clause 
number 


Requirement 


Comments 


4.1 


Frequency bands 


Some bands may be applied regionally. 


4.2 


Up-link to down-link frequency 
separation 


The requirement is applied according to what 
frequency bands in clause 4.1 that are supported by 
the Repeater. 


4.3 


Ctiannel arrangement 


The requirement is applied according to what 
frequency bands in clause 4.1 that are supported by 
the Repeater. 


6.1 


IVIaximum output power 


In certain regions, the minimum requirement for 
normal conditions may apply also for some 
conditions outside the ranges of conditions defined 

as normal. 


9.1.2 


Spectrum emission mask 


The mask specified may be mandatory in certain 
regions. In other regions this mask may not be 
applied. 


9.2.2.1 


Spurious emissions (Category A) 


These requirements shall be met in cases where 
Category A limits for spurious emissions, as defined 
in ITU-R Recommendation SM.329 [4], are applied. 


9.2.2.2 


Spurious emissions (Category B) 


These requirements shall be met in cases where 
Category B limits for spurious emissions, as defined 
in ITU-R Recommendation SM.329 [4], are applied. 


9.2.2.3 


Protection of the BS receiver in 
tlie operating band 


This requirement may be applied for the protection 

of UTRA FDD BS receivers in geographic areas in 
which both UTRA FDD BS and UTRA FDD 
Repeaters are deployed. 


9.2.2.4 


Co-existence witli other systems 
in the same geographical area 


These requirements may apply in geographic areas 
in which both UTRA FDD Repeater and GSM900, 
DCS1800, PCS1900, GSM850 and/or UTRA FDD 
operating in another frequency band are deployed. 


9.2.2.5 


Co-existence with co-located and 
co-sited base stations 


These requirements may be applied for the 
protection of other BS receivers when GSM900, 
DCS1800, PCS1900, GSM850 and/or UTRA FDD 

BS operating in another frequency band are co- 
located with a UTRA FDD Repeater. 


9.2.2.6 


Spurious emissions: Co-existence 
with PHS 


This requirement may be applied for the protection 
of PHS in geographic areas in which both PHS and 
UTRA FDD Repeaters are deployed. 


9.2.2.7.1 


Spurious emissions: Co-existence 
with UTRA TDD-Operation in the 
same geographic area 


This requirement may be applied for the protection 

£ 1 1 A II n~ ' l> "I'llxl 

of UTRA UE in geographic areas in which both 
UTRA TDD BS and UTRA FDD Repeaters are 
deployed. 


9.2.2.7.2 


Spurious emissions: Co-existence 

with UTRA TDD - 

Co-location 


This requirement may be applied for the protection 
of UTRA TDD BS receivers when UTRA TDD BS 
and UTRA FDD Repeaters are co-located. 


9.2.2.8 


Co-. existence with services in 
adjacent frequency bands 


This requirement may be applied for the protection 
in bands adjacent to the downlink band as defined 

in clause 4.1 in geographic areas in which both an 
adjacent band service and UTRA FDD Repeater are 
deployed. 


11.2.2 


Input intermodulation: Co-location 
with other systems 


The requirement may be applied when GSIVI 900, 
DCS 1800, PCS1900, GSM850 and/or UTRA FDD 
BS operating in another frequency band and UTRA- 
FDD Repeaters are co-located. 


11.2.3 


Input Intermodulation: Co- 
existence with other systems 


These requirements may apply in geographic areas 
in which both UTRA FDD Repeater and GSM900, 
DCS1800, PCS1900, GSM850 and/or UTRA FDD 
operating in another frequency band are deployed. 
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5.7 Test Models 

The set-up of physical channels for the Repeater tests shall be according to one of the test models described in TS 
25.141 [1 1]. A reference to the applicable test model in TS 25.141 is made for each test in Table 5.5 by referring to the 
test model number as it appears in TS 25.141. 

These test models shall be used in the tests of both the up-link and the down-link directions of the Repeater unless 
otherwise stated. 



Table 5.5: List of the applicable test models 



Test model number in 
TS 25.141 


Requirement 


Comments 


Test Model 1 


Repeater output power 




Test Model 1 


Out of band emission 




Test Model 1 


Spurious emission 




Test Model 1 


Error vector magnitude 




Test Model 3 


Peak code domain error 





5.8 Format and interpretation of tests 

Each test in the following clauses has a standard format: 
X Title 

All tests are applicable to all equipment within the scope of the present document, unless otherwise stated. 
X.l Definition and applicability 

This subclause gives the general definition of the parameter under consideration and specifies whether the test is 
applicable to all equipment or only to a certain subset. 

X.l Minimum Requirements 

This subclause is an informative copy of the Minimum Requirement defined by the core specification. 

In addition, this subclause contains the reference to the subclause to the 3GPP reference (or core) specification 
which defines the Minimum Requirement. 

X.3 Test purpose 

This subclause defines the purpose of the test. 

X.4 Method of test 

X.4.1 Initial conditions 

This subclause defines the initial conditions for each test, including the basic measurement set-up. 
X.4.2 Procedure 

This subclause describes the steps necessary to perform the test and provides further details of the test definition 
like point of access (e.g. antenna port), domain (e.g. frequency- span), range, weighting (e.g. bandwidth), and 
algorithms (e.g. averaging). 

X.5 Test Requirements 

This subclause defines the pass/fail criteria for the equipment under test. See subclause 5.3 Interpretation of 
measurement results. 
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5.9 Repeater configurations 
5.9.1 Power supply options 

If the repeater is supplied with a number of different power supply configurations, it may not be necessary to test RF 
parameters for each of the power supply options, provided that it can be demonstrated that the range of conditions over 
which the equipment is tested is at least as great as the range of conditions due to any of the power supply 
configurations. 



5.9.2 Combining of Repeaters 

If the repeater is intended for combination with additional apparatus connected to a repeater port and this combination is 
supplied as a system, the combination of repeater together with the additional apparatus shall also fulfil the repeater 
requirements. E.g. if the repeater is intended for combination such that multiple repeaters amplify the same signals into 
the same ports the combination shall also fulfil the repeater requirements. 

An example of such a configuration is shown in figure 5.1 



Test 
port 



A nte n na 
con nector 



Com biner / 
Splitter 




Repeater 



Repeater 



A nte n na 
connector 



Test 







po rt 




Combiner/ 






Splitter 





Figure 5.1 : Example of repeater configuration 



6 Output power 

Maximum output power, Pmax, of the Repeater is the mean power level per carrier at maximum Repeater gain that the 
manufacturer has declared to be available at the anterma connector. 



6.1 jVlaximum output power 

6.1 .1 Definition and applicability 

Maximum output power, Pmax, of the Repeater is the mean power level per carrier measured at the antenna connector 
in specified reference condition. 

6.1.2 Minimum Requirements 

In normal conditions as specified in section 5.4.1, the Repeater maximum output power shall remain within hmits 
specified in Table 6.1 relative to the manufacturer's rated output power. 
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Table 6.1 : Repeater output power; normal conditions 



Rated output power 


Limit 


P > 43 dBm 


+2 dB and -2 dB 


39 < P < 43 dBm 


+2 dB and -2 dB 


31 < P < 39 dBm 


+2 dB and -2 dB 


P<31 dBm 


+3 dB and -3 dB 



In extreme conditions as specified in section 5.4.2 and 5.4.4, the Repeater maximum output power shall remain within 
limits specified in Table 6.2 relative to the manufacturer's rated output power. 



Table 6.2: Repeater output power; extreme conditions 



Rated output power 


Limit 


P > 43 dBm 


+2,5 dB and -2,5 dB 


39 < P < 43 dBm 


+2,5 dB and -2,5 dB 


31 < P < 39 dBm 


+2,5 dB and -2,5 dB 


P < 31 dBm 


+4 dB and -4 dB 



In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the 
ranges defined for the Normal test environment in subclause 5.4.1. 

6.1.3 Test purpose 

To verify that the Repeater maximum output power is within the Umit specified in 6.1.2. 

6.1.4 Method of test 

6.1.4.1 Initial conditions 

1) Set-up the equipment as shown in annex A. 

2) Cormect the signal generator equipment to the Repeater input port. 

3) Connect the power measuring equipment to the Repeater output port. 

6.1.4.2 Procedure 

1) Set the signal generator to transmit a signal modulated with a combination of PCCPCH, SCCPCH and Dedicated 
Physical Channels specified as test model 1 in TS 25.141. 

2) Adjust the input power to the Repeater to create the maximum nominal Repeater output power at maximum gain. 

3) Measure the mean power at the RF output port over a certain slot. 

4) Increase the power with 10 dB compare to the level obtained in step 2. 

5) Measure the mean power at the RF output port over a certain slot. 

In addition, on one UARFCN only, the test shall be performed imder extreme power supply as defined in subclause 
5.4.4 

NOTE: Tests under extreme power supply also test extreme temperature. 

6.1.5 Test Requirements 

In normal conditions as specified in section 5.4. 1, the Repeater maximum output power shall remain within Umits 
specified in Table 6.3 relative to the manufacturer's rated output power. 
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Table 6.3: Repeater output power; normal conditions 



Rated output power 


Limit 


P > 43 dBm 


+2,7 dB and -2,7 dB 


39 < P < 43 dBm 


+2,7 dB and -2,7 dB 


31 < P < 39 dBm 


+2,7 dB and -2,7 dB 


P<31 dBm 


+3,7 dB and -3,7 dB 



In extreme conditions as specified in section 5.4.2 and 5.4.4, the Repeater maximum output power shall remain within 
limits specified in Table 6.4 relative to the manufacturer's rated output power. 



Table 6.4: Repeater output power; extreme conditions 



Rated output power 


Limit 


P > 43 dBm 


+3,2 dB and -3,2 dB 


39 < P < 43 dBm 


+3,2 dB and -3,2 dB 


31 < P < 39 dBm 


+3,2 dB and -3,2 dB 


P<31 dBm 


+4,7 dB and -4,7 dB 



In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the 
ranges defined for the Normal test environment in subclause 5.4.1. 

NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied 

for this test is non zero. The Test Tolerance for this test is defined in subclause 5.2 and the explanation of 
how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex B. 



7 Frequency stability 

Frequency error is the measure of the difference between the frequency of the received signal and the frequency of the 
re-transmitted signal. 

7.1 Definition and applicability 

The frequency stability is a measure of the frequency deviation of the output signal with respect to the input signal. The 
test shall address the uplink and the downlink path of the Repeater. 

7.2 jVlinimum Requirement 

In normal conditions as specified in section 5.4.1 the frequency deviation shall be within + 0,01 ppm. 

7.3 Test purpose 

To verify that the Frequency Error is within the Umit specified in 7.2. 

7.4 IVIethod of test 
7.4.1 Initial conditions 

1) Set-up the equipment as shown in annex A. 

2) Connect the cw signal generator equipment to the Repeater input port. 

3) Connect the frequency counter to the Repeater output port. Both the signal generator and the frequency counter 
shall use the same reference frequency. 
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4) Adjust the input power to the Repeater to create the maximum nominal Repeater output power as declared by 
the manufacturer at maximum gain. 

7.4.2 Procedure 

Measure the frequency error for both paths Uplink and Downlink of the Repeater. 

7.5 Test requirements 

The measmement result of 7.4.2 shall not exceed: 

I f IN - f out I < (f out * 0,01 ppm) + 12 Hz 



8 Out of band gain 

8.1 Definitions and applicability 

Out of band gain refers to the gain of the Repeater immediately outside the pass band. The measurements shall apply to 
both paths UpUnk and Downlink of the Repeater. 

8.2 IVIinimum Requirements 

The intended use of a repeater in a system is to amplify the in band signals and not to amplify the out of band emission 
of the donor base station. 

In the intended application of the repeater, the out of band gain is less than the donor coupling loss. 

The repeater minimum donor coupling loss shall be declared by the manufacturer. This is this the minimum required 

attenuation between the donor BS and the repeater for proper repeater operation. 

In normal conditions as specified in section 5.4.1 the gain outside the pass band shall not exceed the maximum level 
specified in Table 8.1, where: 

- f_offset is the distance from the centre frequency of the first or last 5 MHz channel within the pass band. 



Table 8.1 : Out of band gain limits 1 



Frequency offset from the carrier 
frequency, f_offset 


iUlaximum gain 


2,7 < Loffset < 3,5 MHz 


60 dB 


3,5 < Loffset < 7,5 MHz 


45 dB 


7,5 <f_offset < 12,5 MHz 


45 dB 


12,5 MHz<f_offset 


35 dB 



For 12,5 MHz < f_offset the out of band gain shall not exceed the mjiximum gain of table 8.2 or the maximum gain 
stated in table 8. 1 whichever is lower. 



Table 8.2: Out of band gain limits 2 



Repeater maximum output 
power as in 9.1.1.1 


iUlaximum gain 


P < 31 dBm 


Out of band gain < minimum donor coupling loss 


31 dBm < P < 43 dBm 


Out of band gain < minimum donor coupling loss 


P > 43 dBm 


Out of band gain < minimum donor coupling loss - (P-43dBm) 


NOTE: The out of band gain is considered with 12,5 MHz < f_offset 



ETSI 



3GPP TS 25.143 version 6.7.0 Release 6 



22 



ETSI TS 125 143 V6.7.0 (2007-06) 



8.3 Test purpose 

The piupose of this test is to verify that the Repeater meets the out of band gain requirements as specified in TS 25.106. 

8.4 Method of test 

8.4.1 Initial conditions 

Set-up the equipment as shown in annex A. 

The test shall be performed with an offset between CW-signal and the first or last 5 MHz channel within the pass band 
of 2,7 MHz, 3 MHz, 3,5 MHz, 5 MHz, 7,5 MHz, 10 MHz, 12,5 MHz, 15 MHz and 20 MHz, excluding other pass 
bands. In addition the test shall also be performed for all harmonic frequencies of the repeaters pass band up to 
12,75 GHz. 

8.4.2 Procedure 

1) Set the Repeater to maximum gain. 

2) Set the signal generator to generate a CW-signal, applied to the input port of the Repeater. The power level of 
the RF input signal shall be at least 5 dB below the power level which, when applied within the pass band, would 
produce the maximum rated output power, as declared by the manufacturer. This is to ensure that the equipment 
is operating in the linear output range. 

3) The average output power in each case shall be measured using a spectrum analyser cormected to the output port 
of the Repeater and the net gain shall be recorded compared to table 8.3 or table 8.4 whichever is lower. 

4) With the same input power as in step 1) set the repeater gain to the minimum specified by the manufacturer. 

5) The average output power in each case shall be measured using a spectrum analyser connected to the output port 
of the Repeater and the net gain shall be recorded and compared to table 8.3 or table 8.4 whichever is lower. 

8.5 Test requirements 



Table 8.3: Out of band gain limits 



Frequency offset from the carrier 
frequency, f_offset 


iUlaximum gain 


2,7 < Loffset < 3,5 MHz 


60,5 dB 


3,5 < Loffset < 7,5 MHz 


45,5 dB 


7,5 <f_offset< 12,5 MHz 


45,5 dB 


12,5 MHz<f_offset 


35,5 dB 



Table 8.4: Out of band gain limits 2 



Repeater maximum output 
power as in 9.1.1.1 


Maximum gain 


P < 31 dBm 


Out of band gain < minimum donor coupling loss + 0,5 dB 


31 dBm < P < 43 dBm 


Out of band gain < minimum donor coupling loss + 0,5 dB 


P > 43 dBm 


Out of band gain < minimum donor coupling loss - (P-43dBm) + 0,5 dB 


NOTE: The donor coupling loss is considered with 12,5 MHz < f_offset 
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9 Unwanted emission 
9.1 Out of band emission 

Out of band emissions are unwanted emissions immediately outside the channel bandwidth resulting from the 
modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission 
limit is specified in terms of a spectrum emission mask. 

9.1 .1 Spectrum emission mask 

9.1 .1.1 Definitions and applicability 

The masks defined in Table 9.1, Table 9.2, Table 9.3, and Table 9.4 below may be mandatory in certain regions. In 
other regions this mask may not be applied. 

9.1.1.2 Minimum Requirements 

For regions where this clause applies, the requirement shall be met by a repeater's RF-signal output at maximum gain 
with WCDMA signals in the pass band of the Repeater, at levels that produce the maximum rated output power per 
channel. In normal conditions as specified in section 5.4.1 emissions shall not exceed the maximum level specified in 
Table 9.1, Table 9.2, Table 9.3, and Table 9.4 for the appropriate Repeater maximum output power, in the frequency 
range from Af = 2,5 MHz to Af ^ from the 5 MHz channel, where: 

- Af is the separation between the centre frequency of first or last 5 MHz channel used in the pass band and the 
nominal -3 dB point of the measuring filter closest to the carrier frequency. 

f_offset is the separation between the centre frequency of first or last 5 MHz channel in the pass band and the 
centre of the measuring filter. 

f_offsetn,ax is either 12,5 MHz or the offset to the UTRA band edge at both up- and down-link as defined in 
section 4.1, whichever is the greater. 

- Af max is equal to f_offsetniax minus half of the bandwidth of the measurement filter. 

If the pass band corresponds to two or more consecutive nominal 5 MHz channels, the requirement shall be met with 
any combination of two WCDMA modulated signals of equal power in the repeaters pass band. 

To select the table of the maximum level for the spectrum emission mask test, use the maximum output power as 
defined in subclause 3.1 Definition. If one channel is used for the spectrum emission mask test use this power for the 
selection. If two channels are used for the spectrum emission mask test use the power of one of these. 



Table 9.1 : Spectrum emission masic values, maximum output power P > 43 dBm 



Frequency offset of 
measurement filter - 
3dB point, Af 


Frequency offset of 
measurement filter 
centre frequency, 
f_offset 


Minimum requirement Band 1, II, 
III, IV, V 


Additional 
Requirements 
Band II, IV and V 
(Note1) 


lUleasurement 
bandwidth 


2,5MHz<Af <2,7 
MHz 


2,515MHz<f offset < 
2,715MHz 


-14 dBm 


-15 dBm 


30 kHz 


2,7MHz<Af <3,5 
MHz 


2,715MHz<f offset < 
3,515MHz 


f f offset ^ 

-14dBm-15- — -2,715 dB 

MHz J 


-15 dBm 


30 kHz 




3,515MHz<f offset < 
4,0MHz 


-26 dBm 


NA 


30 kHz 


3,5 MHz < Af < 7,5 
MHz 


4,0 MHz < f offset < 
8,0MHz 


-13 dBm 


-13 dBm 


1 MHz 


7,5 MHz < Af < f max 


8,0 MHz < f_offset < 
f_offsetmax 


-13 dBm 


-13 dBm 


1 MHz 
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Table 9.2: Spectrum emission masic values, maximum output power 39 < P < 43 dBm 



Frequency offset of 
measurement filter - 

oQd poini, AT 


Frequency offset of 
measurement filter 

CGnire Tr6C|UGncy, 

f offset 


lUlinlmum requirement Band 1, II, 
III, IV, V 


Additional 
Requirements 

RonH II l\/ anH \/ 

Dana ii, iv ana v 
(Note 1) 


Measurement 
bandwidth 


o ^yll-l-7 ^ Af ^ o "7 

ti.,0 IVInZ S AT < ii, / 

MHz 


/i,Ol OMnZ S T 0TTS6T < 

2,71 5MHz 


-14 rIRm 


-1 R HRm 




ivinz Ai < o,o 
MHz 


o 7-1 CMI-I? <; f nffcot ^ 

3,515MHz 


( f offset 1 

-14dBm-15 2,715 dB 

MHz J 


-1 HRm 


30 kHz 




3,515MHz<f offset < 
4,0MHz 


-26 dBm 


NA 


30 kHz 


3,5 MHz<Af <7,5 
MHz 


4,0 MHz < f offset < 
8,0MHz 


-13 dBm 


-13 dBm 


1 MHz 


7,5 MHz < Af < f max 


8,0MHz < f_offset < 

f_Offsetmax 


P - 56 dB 


-13 dBm 


1 MHz 



Table 9.3: Spectrum emission mask values, maximum output power 31 < P < 39 dBm 



Frequency offset of 
measurement filter - 


Frequency offset of 
measurement filter 


Minimum requirement Band 1, II, 
III, IV, V 


Additional 
Requirements 


Measurement 
bandwidth 


3dB point,Af 


centre frequency, 
f_offset 




Band II, IV and V 
(Note 1) 




2,5 MHz<Af <2,7 


2,515MHz<f offset < 


P - 53 dB 


-15 dBm 


30 kHz 


MHz 


2,71 5MHz 








2,7MHz<Af <3,5 
MHz 


2,715MHz<f offset < 
3,515MHz 


f f offset ^ 

P-53dB-15- — 2,715 dB 

MHz J 


-15 dBm 


30 kHz 




3,515MHz<f offset < 


P - 65 dB 


NA 


30 kHz 




4,0MHz 








3,5MHz<Af <7,5 


4,0 MHz < f offset < 


P - 52 dB 


-13 dBm 


1 MHz 


MHz 


8,0MHz 








7,5 MHz < Af < f max 


8,0MHz < f_offset < 
f_offsetmax 


P - 56 dB 


-13 dBm 


1 MHz 



Table 9.4: Spectrum emission mask values, maximum output power P < 31 dBm 



Frequency offset of 
measurement filter - 
3dB point, Af 


Frequency offset of 
measurement filter centre 
frequency, f_offset 


Minimum requirement Band 1, M, 
III, IV, V 


Measurement 
bandwidth 


2,5 MHz < Af < 2,7 MHz 


2,515MHz<f offset < 
2,71 5MHz 


-22 dBm 


30 kHz 


2,7MHz<Af <3,5 MHz 


2,715MHz<f offset < 
3,51 5MHz 


f f offset ^ 

-22dBm-15- — 2,715 dB 

MHz J 


30 kHz 




3,515MHz<f offset < 
4,0MHz 


-34 dBm 


30 kHz 


3,5 MHz < Af < 7,5 MHz 


4,0 MHz < f_offset < 8,0MHz 


-21 dBm 


1 MHz 


7,5 MHz < Af < f max 


8,0MHz < f_offset < 
f_offsetmax 


-25 dBm 


1 MHz 



Note for Tables 9.1, 9.2, 9.3 & 9.4 

NOTE 1 The minimum requirement for operation in band n, IV and V is the lower power of the minimum 
requirement for band I, II, HI, IV and V and the additional requirement for band II, IV and V. 

9.1.1.3 Test purpose 

The purpose of this test is to verify that the Repeater meet the spectrum emission requirements as specified in 
TS 25.106. 
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9.1.1.4 Method of test 



9.1 .1 .4.1 Initial conditions 

Set-up the equipment as shown in annex A. 

Connect a signal generator to the input port of the Repeater for tests of repeaters with a pass band corresponding to 
one 5 MHz channel. If the pass band corresponds to two or more 5 MHz carriers, two signal generators with a 
combining circuit or one signal generator with the ability to generate several WCDMA carriers is connected to the 
input. 

Measurements with an offset from the carrier centre frequency between 2,515 MHz and 4,0 MHz shall use a 30 
kHz measurement bandwidth. 

Measurements with an offset from the carrier centre frequency between 4,0 MHz and (Afmax - 500 kHz) shall use a 
1 MHz measurement bandwidth. The IMHz measurement bandwidth may be calculated by integrating multiple 50 
kHz or narrower filter measurements. 

Detection mode: True RMS. 

1.1.4.2 Procedures 

Set the Repeater to maximum gain. 

Set the signal generator(s) to generate signal(s) in accordance to test model 1, TS 25.141 subclause 6.2.1.1.1, at 
level(s) which produce the manufacturer specified maximum output power at maximum gain. 

Measure the emission at the specified frequencies with specified measurement bandwidth and note that the 
measured value does not exceed the specified value. 

Increase the power with 10 dB compare to the level obtained in step 2. 

Measure the emission at the specified frequencies with specified measurement bandwidth and note that the 

measured value does not exceed the specified value. 

If the pass band corresponds to two or more consecutive nominal 5 MHz channels, repeat step 1) to 5) with any 
combination of two WCDMA modulated signals of equal power in the repeaters pass band. 

Measure the emission at the specified frequencies with specified measurement bandwidth and note that the 
measured value does not exceed the specified value. 

Repeat the test for the opposite path of the Repeater. 



9.1 .1 .5 Test requirements 

The measurement result of step 3 and 5 of 9.1.4.2 shall not exceed the maximum level specified in tables 9.5 to 9.8 for 
the appropriate Repeater maximum output power. 
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Table 9.5: Spectrum emission masl( values, maximum output power P > 43 dBm 



Frequency offset of 
measurement filter - 
3dB point, Af 


Frequency offset of 
measurement filter 
centre frequency, 
f offset 


Test requirement Band 1, II, III, IV, 
V 


Additional 
Requirements 
Band II, IV and V 
(Note 1) 


Measurement 
bandwidtfi 


2,5MHz<Af <2,7 
MHz 


2,515MHz<f offset < 
2,71 5MHz 


-12,5 dBm 


-15 dBm 


30 kHz 


2,7 MHz < Af < 3,5 
MHz 


2,715MHz<f offset < 
3,515MHz 


-12,5dBm-15 


( f offset ^ 
2,715 

Iv MHz J 


dB 


-15 dBm 


30 kHz 




3,515MHz<f offset < 
4,0MHz 


-24,5 dBm 


NA 


30 kHz 


3,5 MHz<Af<7,5 
MHz 


4,0 MHz < f offset < 
8,0MHz 


-11,5 dBm 


-13 dBm 


1 MHz 


7,5 MHz < Af < f max 


8,0 MHz < f_offset < 

f_0ffsetmax 


-11,5 dBm 


-13 dBm 


1 MHz 


Table 9.6: Spectrum emission mask values, maximum output power 39 < P < 43 dBm 


Frequency offset of 
measurement filter - 
3dB point, Af 


Frequency offset of 
measurement filter 
centre frequency, 
f_offset 


Test requirement Band 1, II, III, IV, 
V 


Additional 
Requirements 
Band II, IV and V 
(Note1) 


Measurement 
bandwidth 


2,5 MHz<Af <2,7 
MHz 


2,515MHz<f offset < 
2,715MHz 


-12,5 dBm 


-15 dBm 


30 kHz 


2,7 MHz < Af < 3,5 
MHz 


2,715MHz<f offset < 
3,51 5MHz 


-12,5dBm-15- 


f f Offset ^ 

— 2,715 

^ MHz y 


dB 


-15 dBm 


30 kHz 




3,515MHz<f offset < 
4,0MHz 


-24,5 dBm 


NA 


30 kHz 


3,5 MHz < Af < 7,5 
MHz 


4,0 MHz < f offset < 
8,0MHz 


-11,5 dBm 


-13 dBm 


1 MHz 


7,5 MHz < Af < f max 


8,0MHz < f_offset < 
f_offsetmax 


P - 54,5 dB 


-13 dBm 


1 MHz 


Table 9.7: Spectrum emission mask values, maximum output power 31 < P < 39 dBm 


Frequency offset of 
measurement filter - 
3dB polnt,Af 


Frequency offset of 
measurement filter 
centre frequency, 
f_offset 


Test requirement Band 1, II, III, IV, 
V 


Additional 
Requirements 
Band II, IV and V 
(Note 1) 


Measurement 
bandwidth 


2,5 MHz < Af < 2,7 
MHz 


2,515MHz<f offset < 
2,715MHz 


P-51,5 dB 


-15 dBm 


30 kHz 


2,7 MHz < Af < 3,5 
MHz 


2,715MHz<f offset < 
3,515MHz 


P-51,5dB-15- 


( f offset ^ 

— -2,715 

1^ MHz ; 


dB 


-15 dBm 


30 kHz 




3,515MHz<f offset < 
4,0MHz 


P - 63,5 dB 


NA 


30 kHz 


3,5 MHz < Af < 7,5 
MHz 


4,0 MHz < f offset < 
8,0MHz 


P - 50,5 dB 


-13 dBm 


1 MHz 


7,5 MHz < Af < f max 


8,0MHz < f_offset < 
f_offsetmax 


P - 54,5 dB 


-13 dBm 


1 MHz 
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Table 9.8: Spectrum emission masic values, maximum output power P < 31 dBm 



Frequency offset of 

iMcdoUldlldll llllcl 


Frequency offset of 

lllcdoUiclllclll Ucllllc 

freauencv f offset 


Test requirement Band 1, li, iil, iV, 

V 


lUleasurement 

Udliuwiuill 


2,5 MHz < Af < 2,7 MHz 


2,515MHz<f_offset< 
2,71 5MHz 


-20,5 dBm 


30 kHz 


2,7MHz<Af <3,5 MHz 


2,715MHz<f offset < 
3,515MHz 


f f offset ^ 

- 20,5dBm- 15- — 2,71 5 dB 

V MHz J 


30 kHz 




3,515MHz<f offset < 
4,0MHz 


-32,5 dBm 


30 kHz 


3,5 MHz < Af < 7,5 MHz 


4,0 MHz < f_offset < 8,0MHz 


-19,5 dBm 


1 MHz 


7,5 MHz < Af < f max 


8,0MHz < f_offset < 
f_offsetmax 


-23,5 dBm 


1 MHz 



Notes for Tables 9.5, 9.6, 9.7 & 9.8 

NOTE 1 The test requirement for operation in band II, IV and V is the lower power of the test requirement for 
band I, II, III, IV, and V and the additional requirement for band II, IV and V. 

NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied 

for this test is non-zero. The Test Tolerance for this test is defined in subclause 5.2 and the explanation of 
how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex B. 



9.2 Spurious emissions 

9.2.1 Definition and applicability 

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, 
parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. 
This is measured at the Repeater output port. 

The requirements of either subclause 9.2.2.1 or subclause 9.2.2.2 shall apply whatever the type of Repeater considered 
(one or several pass bands). It applies for all configurations foreseen by the manufacturer" s specification. 

Either requirement (except 9.2.2.6) applies at frequencies within the specified frequency ranges that are more than 12,5 
MHz below the centre frequency of the first 5 MHz channel or more than 12,5 MHz above the centre frequency of the 
last 5 MHz channel in the pass band. 

Unless otherwise stated, all requirements are measured as mean power (RMS). 

9.2.2 Minimum Requirements 

In normal conditions as specified in section 5.4.1 the following requirements shall be met. 

9.2.2.1 Spurious emission (Category A) 

The following requirements shall be met in cases where Category A limits for spurious emissions, as defined in ITU-R 
Recommendation SM.329 [4], are applied. 

At maximum Repeater gain, with WCDMA signals in the pass band of the Repeater, at levels that produce the 
maximum rated output power per channel, the power of any spurious emission shall not exceed the Umits specified in 
Table 9.9. 

When the power in all channels is increased by 10 dB the requirements shall still be met. 
The requirement shall apply both with or without an input signal appUed. 
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NOTE 1: If the pass band corresponds to two or more consecutive nominal 5 MHz channels, the requirement shall 
be met with any combination of two WCDMA modulated signals of equal power in the repeaters pass 
band. 



Table 9.9: Up-link and down-link: General spurious emissions limits, Category A 



Band 


Maximum level 


Measurement 
Bandwidth 


Notes 


9kHz- 150kHz 


-ISdBm 


1 kHz 


Note 1 


1 50kHz -30MHz 


10 kHz 


Note 1 


30MHz- 1GHz 


100 kHz 


Note 1 


1GHz- 12,75 GHz 


1 MHz 


Note 2 


NOTE 1 : Bandwidth as in ITU-R Sl\/I.329 [4], s4.1 

NOTE 2: Upper frequency as in ITU-R SM.329 [4], s2.5 table 1 



9.2.2.2 Spurious emission (Category B) 

The following requirements shall be met in cases where Category B Umits for spurious emissions, as defined in ITU-R 
Recommendation SM.329 [4], are appUed. 

At maximum Repeater gain, with WCDMA signals in the pass band of the Repeater, at levels that produce the 
maximum rated power output per channel, the power of any spurious emission shall not exceed the hmits specified in 
Tables 9.10 and 9.1 OA depending on the declared operating band for the down- and up-link. 

When the power in all channels is increased by 10 dB the requirements shall still be met. 

The requirement shall apply both with or without an input signal apphed. 

NOTE 1: If the pass band corresponds to two or more consecutive nominal 5 MHz charmels, the requirement shall 
be met with any combination of two WCDMA modulated signals of equal power in the repeaters pass 
band. 



Table 9.10: General spurious emissions limits, operating band I, II, III, IV (Category B) 



Band 


Maximum 
Level 


Measurement 
Bandwidth 


Note 


9 kHz o 150 kHz 


-36 dBm 


1 kHz 


Note 1 


150 kHz ^30 MHz 


-36 dBm 


10 kHz 


Note 1 


30 MHz ^ 1 GHz 


-36 dBm 


100 kHz 


Note 1 


1 GHz o Flow -10 MHz 


-30 dBm 


1 MHz 


Note 1 


Flow - 10 MHz <^ Fhigh + 10 MHz 


-15 dBm 


1 MHz 


Note 2 


Fhiflh + 10 MHz ^12.75 GHz 


-30 dBm 


1 MHz 


Notes 


NOTE 1 
NOTE 2 
NOTES 


Bandwidth as in ITU-R Recommendation SM.329 [4], s4.1 

Limit based on ITU-R Recommendation SM.329 [4], s4.3 and Annex 7 

Bandwidth as in ITU-R Recommendation SM.S29 [4], s4.1 . Upper frequency as in ITU-R 

SM.329 [4], s2.5 table 1 


Key: 

Flow: The lowest down- or up-link frequency of the operating band as defined in Table 4.1 . 
Fhiqh: The highest down- or up-link frequency of the operating band as defined in Table 4.1 . 
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Table 9.1 OA: General spurious emissions limits, operating band V (Category B) 



Band 


Maximum 
Level 


Measurement 
Bandwidth 


Note 


9 kHz <^ 150 kHz 


-36 dBm 


1 kHz 


Note 1 


150 kHz ^30 MHz 


-36 dBm 


10 kHz 


Note 1 


30 MHz ^ 1 GHz 


-36 dBm 


100 kHz 


Note 1 


1 GHz <^ Flow - 10 MHz 


-30 dBm 


1 MHz 


Note 1 


Flow - 1 MHz ^ Fhiflh + 1 MHz 


-15 dBm 


1 MHz 


Note 2 


Fhiqh+ 10 MHz ^ 12.75 GHz 


-30 dBm 


1 MHz 


Note 3 


NOTE 1 
NOTE 2 
NOTES 


Bandwidth as in ITU-R Recommendation SM.329 [4], s4.1 

Limit based on ITU-R Recommendation SM.329 [4], s4.3 and Annex 7 

Bandwidth as In ITU-R Recommendation SM.329 [4], s4.1 . Upper frequency as In ITU-R 

SM.329 [4], s2.5 table 1 


Key: 

Flow: The lowest down- or up-link frequency of the operating band as defined in Table 4.1 . 
Fhipn: The highest down- or up-link frequency of the operating band as defined in Table 4.1 . 



Table 9.1 OB: (void) 
Table 9.1 OC: (void) 
Table 9.1 OD: (void) 

9.2.2.3 Protection of the BS receiver in tine operating band 

This requirement shaU be applied for the protection of GSM900, DCS 1800, PCS 1900, GSM850 and/or UTRA-FDD BS 
receivers in geographic areas in which UTRA-FDD Repeater and GSM900, DCS1800, PCS1900, GSM850 and/or 
UTRA-FDD BS are deployed. 

9.2.2.3.1 Minimum Requirement 

In the up-Unk direction of the Repeater the power of any spurious emission shall not exceed: 



Table 9.11 A: UTRA Repeater up-link spurious emissions limits for protection of GSIUI900, DCS1800, 
PCS1900, GSM850 and/or UTRA FDD BS receiver for the up-link direction of the Repeater 



Operating band 


Band 


Maximum 
Level 


Measurement 
Bandwidth 


Note 


1 


1920-1980 MHz 


-53 dBm 


100 kHz 




II 


1850 - 1910 MHz 


-53 dBm 


100 kHz 




III 


1710 - 1785 MHz 


-53 dBm 


100 kHz 




IV 


1710 - 1755 MHz 


-53 dBm 


100 kHz 




V 


824 - 849 MHz 


-53 dBm 


100 kHz 




VI 


815-850 MHz 


-53 dBm 


100 kHz 





NOTE 1: These requirements in Table 9. 11 A for the up hnk direction of the Repeater reflect what can be achieved 
with present state of the art technology and are based on a coupUng loss of 73 dB between a Repeater and 
a UTRA FDD BS receiver. 

NOTE 2: The requirements shall be reconsidered when the state of the art technology progresses. 



9.2.2.4 Co-existence witli otiier systems in tine same geographical area 

These requirements may be applied for the protection of UE, MS and/or BS operating in other frequency bands in the 
same geographical area. The requirements may apply in geographic areas in which both UTRA FDD Repeater operating 
in frequency bands I to VI and a system operating in another frequency band than the FDD operating band are 
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deployed. The system operating in the other frequency band may be GSM900, DCS1800, PCS1900, GSM850 and/or 
FDD operating in bands I to VI. 
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9.2.2.4.1 Minimum Requirements 

The power of any spurious emission shall not exceed the hmits of Table 9.13 for a UTRA FDD Repeater where 
requirements for co-existence with the system listed in the first colunm apply. 



Table 9.13: UTRA Repeater up-link and down-link spurious emissions limits in geographic coverage 

area of systems operating in other frequency bands 



System 
type 


Band for 
co-existence 


Maximum 
Level 


Measurement 
Bandwidth 


Note 


operating in 
the same 


requirement 








geographic 
al area 










GSM900 


921 - 960 MHz 


-57 dBm 


100 kHz 






876 -915 MHz 


-61 dBm 


100 kHz 




DCS1800 


1805-1880 
MHz 


-47 dBm 


100 kHz 


This requirement does not apply to UTRA FDD 
Repeater operating in band III. 




1710 - 1785 
MHz 


-61 dBm 


100 kHz 


This requirement does not apply to the up-link of 
the UTRA FDD Repeater operating in band III, 
since it is already covered by the band III 
requirement in sub-clause 9.2.2.3. 


PCS1900 


1930-1990 
MHz 


-47 dBm 


100 kHz 


This requirement does not apply to UTRA FDD 
Repeater operating in frequency band II. 




1850-1910 
MHz 


-61 dBm 


100 kHz 


This requirement does not apply to the up-link of 
the UTRA FDD Repeater operating in frequency 
band II, since it is already covered by the band II 

requirement in sub-clause 9.2.2.3. 


GSM850 


869 - 894 MHz 


-57 dBm 


100 kHz 


This requirement does not apply to UTRA FDD 
Repeater operating in frequency band V. 




824 - 849 MHz 


-61 dBm 


100 kHz 


This requirement does not apply to the up-link of 
the UTRA FDD Repeater operating in frequency 
band V, since it is already covered by the band 
V requirement in sub-clause 9.2.2.3. 


FDD Band 1 


2110-2170 
MHz 


-52 dBm 


1 MHz 


This requirement does not apply to UTRA FDD 
Repeater operating in band 1. 




1920-1980 
MHz 


-49 dBm 


1 MHz 


This requirement does not apply to the up-link of 
the UTRA FDD Repeater operating in band 1, 
since it is already covered by the band 1 

requirement in sub-clause 9.2.2.3. 


FDD Band II 


1930-1990 
MHz 


-52 dBm 


1 MHz 


This requirement does not apply to UTRA FDD 
Repeater operating in band II. 




1850-1910 
MHz 


-49 dBm 


1 MHz 


This requirement does not apply to the up-link of 
the UTRA FDD Repeater operating in band II, 
since it is already covered by the band 11 
requirement in sub-clause 9.2.2.3. 


FDD Band III 


1805-1880 
MHz 


-52 dBm 


1 MHz 


This requirement does not apply to UTRA FDD 
Repeater operating in band III. 




1710 - 1785 
MHz 


-49 dBm 


1 MHz 


This requirement does not apply to the up-link of 
the UTRA FDD Repeater operating in band III, 
since it is already covered by the band III 

requirement in sub-clause 9.2.2.3. 


FDD Band 


2110-2155 


-52 dBm 


1 MHz 


This requirement does not apply to UTRA FDD 


IV 


MHz 






Repeater operating in band IV. 




1710 - 1755 
MHz 


-49 dBm 


1 MHz 


This requirement does not apply to the up-link of 
the UTRA FDD Repeater operating in band IV, 
since it is already covered by the band IV 
requirement in sub-clause 9.2.2.3. 


FDD Band V 


869 - 894 MHz 


-52 dBm 


1 MHz 


This requirement does not apply to UTRA FDD 
Repeater operating in band V. 




824 - 849 MHz 


-49 dBm 


1 MHz 


This requirement does not apply to the up-link of 
the UTRA FDD Repeater operating in band V, 
since it is already covered by the band V 
requirement in sub-clause 9.2.2.3. 


FDD Band 
VI 


860 - 895 MHz 


-52 dBm 


1 MHz 


This requirement does not apply to UTRA FDD 
Repeater operating in band VI. 
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815-850 MHz 


-49 dBm 


1 MHz 


This requirement does not apply to ttie up-linl< of 
the UTI^A FDD Repeater operating in band VI, 
since it is already covered by the band VI 
requirement in sub-clause 9.2.2.3. 



9.2.2.5 Co-existence with co-located and co-sited base stations 

These requirements may be applied for the protection of other BS receivers when GSM900 and/or DCS1800, PCS1900, 
GSM850 and/or FDD BS operating in Bands I to VI are co-located with a UTRA FDD Repeater. 
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9.2.2.5.1 Minimum Requirements 

The power of any spurious emission shall not exceed the limits of Table 9. 14 for a UTRA FDD Repeater where 
requirements for co-location with the Base Station listed in the first colunan apply. 



Table 9.14: UTRA Repeater up-link and down-link spurious emissions limits for Repeater co-located 

with Base Stations 



Type of co- 
located Base 


Band for co- 
location 


Maximum 
Level 


Measurement 
Bandwidth 


Note 


Station 


requirement 








GSM900 


876 - 915 MHz 


-98 dBm 


100 kHz 




DCS1800 


1710- 1785 MHz 


-98 dBm 


100 kHz 


This requirement does not apply to the up-link 
of UTRA FDD Repeater operating in band III. 
Thp rpniilrpmpnt of hand III in ^iih-rlaii<?p 

III w 1 wu mil wi 1 1 wi 1 L w 1 i^CLi lu III III wU w widmo w 

9 2 2 3 aoolies but reauires a 75dB couolinci 
loss between base station and the repeater UL 
transmit port. 


PCS1900 


1850- 1910 MHz 


-98 dBm 


100 kHz 


This requirement does not apply to the up-link 
of UTRA FDD Repeater operating in band II. 
Thp rpnuirpmpnt nf hanrl II in ^iiih-rlaii^ip 

MIC 1 CUUI 1 CI 1 Id 1 L U 1 UCll lU II III OLIU LrluLloC 

9 2 2 3 aoolies but reauires a 75dB couolino 

w - ^ ■ ^m\J Uwwi 1 w w J 9j\A L 1 w^ WW KA t WW ww \A wi i i iu 

loss between base station and the repeater UL 
transmit port. 


GSM850 


824 - 849 MHz 


-98 dBm 


100 kHz 


This requirement does not apply to the up-link 
of UTRA FDD Repeater operating in band V. 

Thp rpni lirpmpnt nf hjinH V in "^i ih-plpn^^p 

9.2.2.3 applies, but requires a 75dB coupling 
loss between base station and the repeater UL 
transmit port. 


UTRA FDD 


1920 - 1980 MHz 


-96 dBm 


100 kHz 


This requirement does not apply to the up-link 


Band 1 








of UTRA FDD Repeater operating in band 1. 
Thp rpnuirpmpnt nf hand 1 in *^ijh-rlau*5P Q ? ? 3 

1 1 1^ 1 ^UUII ^1 1 1^1 11 WI WA 1 II 1 OUw V^ICIUO^ \J .C-.C—.\J 

annllp«; hut rpniiirp<5 a 73dR rniinlinn In*^^ 

dk^k^llWO, k./UL ICUUIICO OL 1 \J\Jlt-l ^UUk^llllU IWOO 

between base station and the repeater UL 
transmit port. 


UTRA FDD 


1850 - 1910 MHz 


-96 dBm 


100 kHz 


This requirement does not apply to the up-link 


Band II 








of UTRA FDD Repeater operating in band II. 
Thp rpnuirpmpnt nf hand II in ^iih-rlaii^p 

1 11^ I^UUII^III^IIl WI WClilW II ill OLJW WICIUOW 

9.2.2.3 applies, but requires a 73dB coupling 
loss between base station and the repeater UL 
transmit port. 


UTRA FDD 
Band III 


1710 - 1785 MHz 


-96 dBm 


100 kHz 


This requirement does not apply to the up-link 
of UTRA FDD Repeater operating in band III. 
Thp rpnuirpmpnt nf hand III in '^iih-rlaii^p 

1 1 1 w 1 w VJ \A 1 1 w 1 1 1 w III w 1 d 1 1 w III III O w Vh/i CI LI O w 

9.2.2.3 applies, but requires a 73dB coupling 
loss between base station and the repeater UL 
transmit port. 


UTRA FDD 


1710 - 1755 MHz 


-96 dBm 


100 kHz 


This requirement does not apply to the up-link 


Band IV 








of UTRA FDD Repeater operating in band IV. 
Thp rpnuirpmpnt nf hand IV in '^uh-rlaii^p 

IIIW iv7UUiiv7iliWill Wi WdllW IV ill OUW WiClUOW 

9.2.2.3 applies, but requires a 73dB coupling 
loss between base station and the repeater UL 
transmit port. 


UTRA FDD 
Band V 


824 - 849 MHz 


-96 dBm 


100 kHz 


This requirement does not apply to the up-link 
of UTRA FDD Repeater operating in band V. 
The requirement of band V in sub-clause 
9.2.2.3 applies, but requires a 73dB coupling 
loss between base station and the repeater UL 
transmit port. 


UTRA FDD 
Band VI 


815-850 MHz 


-96 dBm 


100 kHz 


This requirement does not apply to the up-link 
of UTRA FDD Repeater operating in band VI 
The requirement of band VI in sub-clause 
9.2.2.3 applies, but requires a 73dB coupling 
loss between base station and the repeater UL 
transmit port. 
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9.2.2.6 Co-existence with PHS 

This requirement may be applied for the protection of PHS in geographic areas in which both PHS and UTRA-FDD 
Repeaters are deployed. This requirement is also applicable at specified frequencies falling between 12,5 MHz below 
the centre frequency of the first 5 MHz channel or more than 12,5 MHz above the centre frequency of the last 5 MHz 
channel in the pass band. 

9.2.2.6.1 Minimum requirement 

The power of any spurious emission shall not exceed: 

Table 9.17: UTRA Repeater Spurious up-link and down-link emissions limits for in geographic 

coverage area of PHS 



Band 


Maximum 
Level 


Measurement 
Bandwidth 


Note 


1884,5-1919,6 MHz 


-41 dBm 


300 kHz 





9.2.2.7 Co-existence witli UTRA-TDD 
9.2.2.7.1 Operation in tine same geograpliic area 

This requirement may be applied to geographic areas in which both UTRA-TDD and UTRA-FDD Repeaters are 
deployed. 

9.2.2.7. 1 . 1 Minimum requirement 

In the down-link direction of the Repeater the power of any spurious emission shall not exceed: 

Table 9.18: UTRA Repeater down-link spurious emissions limits in geographic coverage area of 

UTRA-TDD 



Band 


Maximum 
Level 


Measurement 
Bandwidth 


Note 


1900 - 1920 MHz 


-52 dBm 


1 MHz 




2010-2025 MHz 


-52 dBm 


1 MHz 





In the up-link direction of the Repeater the power of any spurious emission shall not exceed: 

Table 9.1 8A: UTRA Repeater up-link spurious emissions limits in geographic coverage area of UTRA- 
TDD 



Band 


Maximum 
Level 


Measurement 
Bandwidth 


Note 


1900 - 1920 MHz 


-53 dBm 


100 kHz 


This requirement is 
applied only to UTRA 
FDD Repeater 
operating in band 1 or 
II. 


1900 - 1920 MHz 


-52 dBm 


1 MHz 


This requirement 
does not apply to 
UTRA FDD Repeater 
operating in band 1 or 
II. 


2010-2025 MHz 


-52 dBm 


1 MHz 





NOTE 1: The requirements of -53dBm/100kHz in Table 9.18A for the up link direction of the Repeater reflect what 
can be achieved with present state of the art technology and are based on a coupUng loss of 73 dB 
between a Repeater and a UTRA TDD BS receiver. 
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NOTE 2: The requirements shall be reconsidered when the state of the art technology progresses. 
9.2.2.7.2 Co-located Repeaters and UTRA-TDD base stations 

This requirement may be applied for the protection of UTRA-TDD BS receivers when UTRA-TDD BS and UTRA- 
FDD Repeater are co-located. 

9.2.2.7.2.1 Minimum requirement 

In the down-hnk direction of the Repeater the power of any spurious emission shall not exceed: 

Table 9.19: UTRA Repeater down-link spurious emissions limits for protection of co-located UTRA 

TDD BS receiver 



Band 


lUlaximum 
Level 


Measurement 
Bandwidth 


Note 


1900 - 1920 MHz 


- 86 dBm 


1 MHz 




2010-2025 MHz 


- 86 dBm 


1 MHz 





In the up-link direction of the Repeater the power of any spurious emission shall not exceed: 

Table 9.1 9A: UTRA Repeater up-link spurious emissions limits for protection of co-located UTRA 

TDD BS receiver 



Band 


Maximum 
Level 


Measurement 
Bandwidth 


Note 


1900 - 1920 MHz 


-53 dBm 


100 kHz 


This requirement Is 
applied only to UTRA 
FDD Repeater 
operating in band 1 or 
II. 


1900 - 1920 MHz 


-86 dBm 


1 MHz 


This requirement 
does not apply to 
UTRA FDD Repeater 
operating in band 1 or 
II. 


2010-2025 MHz 


-83 dBm 


100 kHz 


This requirement is 
applied only to UTRA 
FDD Repeater 
operating in band 1. 


2010-2025 MHz 


-86 dBm 


1 MHz 


This requirement 
does not apply to 
UTRA FDD Repeater 
operating in band 1 



NOTE 1: The requirements of -53dBm/100kHz in Table 9.19A for the up link direction of the Repeater reflect what 
can be achieved with present state of the art technology and are based on a couphng loss of 73 dB 
between a Repeater and a UTRA TDD BS receiver. 

NOTE 2: The requirements of -83dBm/100kHz in Table 9.19A for the up link direction of the Repeater reflect what 
can be achieved with present state of the art technology and are based on a coupling loss of 43 dB 
between a Repeater and a UTRA TDD BS receiver. 

NOTE 3: The requirements shall be reconsidered when the state of the art technology progresses. 

9.2.2.8 Co-existence with services in adjacent frequency bands 

This requirement may be applied for the protection in bands adjacent to bands 1, II or III, as defined in clause 4.1 in 
geographic areas in which both an adjacent band service and UTRA are deployed. 

The requirement applies only to the down-link direction of the repeater. 
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9.2.2.8.1 Minimum requirement 

The power of any spurious emission shall not exceed: 



Table 9.20: UTRA Repeater down-link spurious emissions limits for protection of adjacent band 

services 



Operating 
Band 


Band 


Maximum Levei 


iUleasurement 
Bandwidth 


Note 


1 


2100-2105 MHz 


-30-1-3.4 (f-2100 MHz) dBm 


1 MHz 




2175-2180 MHz 


-30-^3.4 (2180 MHz -f) dBm 


1 MHz 




II 


1920-1925 MHz 


-30 + 3.4 (f- 1920 MHz) dBm 


1 MHz 




1995-2000 MHz 


-30 + 3.4 (2000 MHz - f) dBm 


1 MHz 




III 


1795-1800 MHz 


-30 + 3.4 (f- 1795 MHz) dBm 


1 MHz 




1885-1890 MHz 


-30 + 3.4(1890 MHz -f) dBm 


1 MHz 





9.2.3 Test purpose 

This test measure conducted spurious emission from the Repeater transmitter antenna connector, while the Repeater is 
in operation. 

9.2.4 Method of test 

9.2.4.1 Initial conditions 

1) Set-up the equipment as shown in annex A. 

2) Connect a signal generator to the input port of the Repeater for tests of repeaters with apass band corresponding 
to one 5 MHz channel. If the pass band corresponds to two or more 5 MHz carriers, two signal generators with a 
combining circuit or one signal generator with the ability to generate several WCDMA carriers is cormected to 
the input. 

3) Detection mode: True RMS. 

9.2.4.2 Procedures 

1) Set the Repeater to maximum gain. 

2) Set the signal generator(s) to generate signal(s) in accordance to test model 1, TS 25.141 subclause 6.2.1.1.1, at 
level(s) which produce the manufacturer specified maximum output power at maximum gain. 

3) The detecting device shall be configured with a measurement bandwidth as stated in the tables. 

4) Measure the emission at the specified frequencies with specified measurement bandwidth and note that the 
measured value does not exceed the specified value. 

5) Increase the input power with 10 dB compare to the level obtained in step 2. 

6) Measure the emission at the specified frequencies with specified measurement bandwidth and note that the 

measured value does not exceed the specified value. 

7) If the pass band corresponds to two or more consecutive nominal 5 MHz channels, repeat step 1) to 6) with any 
combination of two WCDMA modulated signals of equal power in the repeaters pass band. 

8) Measure the emission at the specified frequencies with specified measurement bandwidth and note that the 
measured value does not exceed the specified value. 

9.2.5 Test requirements 

In aU measurements, the requirements according to subclause 9.2.2 shall be fulfilled. 
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1 Modulation accuracy 

In this section the procedure for testing the modulation accuracy of Repeaters is defined. This test includes EVM and 
peak code domain error. 



10.1 Error vector magnitude 

In this section the procedure for testing the Error Vector Magnitude (EVM) of Repeaters is defined. 

10.1.1 Definition and applicability 

The Error Vector Magnitude is a measure of the difference between the theoretical waveform and a modified version of 
the measured waveform. The modification is done according to annex E of TS25.141. This difference is called the error 
vector. The EVM result is defined as the square root of the ratio of the mean error vector power to the modified mean 
reference signal power expressed as a %. The measurement interval is one power control group (timeslot). 

10.1.2 Minimum Requirements 

In normal conditions as specified in section 5.4.1 the Error Vector Magnitude shall not be worse than 12,5 % as defined 
inTS25.106. 



10.1.3 Test purpose 

To verify that the EVM is within the hmit specified in 10.1.2 after the signal passed through the Repeater.. 



10.1.4 IVIethod of test 



1 0.1 .4.1 Initial conditions 

Set-up the equipment as shown in annex A. 

The test is based upon the test for the base station. Test model 1 as described in TS25.141 is used for the definition of 
the signal to test on. A signal generator providing the required signals is connected to the input of the Repeater. The 
Repeater is set to operate at full gain. The signal level is adjusted to the equivalent level to obtain the nominal output 
power as declared by the manufacturer. A signal analyser cormected to the output is used to measure the EVM value. 

10.1.4.2 Procedure 

The test has to be performed in the uplink and the downlink path of the Repeater. The EVM has to be measured 
according to Annex E of TS25. 141 

1 0. 1 .4.3 Stimulus EVM effect 

The stimulus signal generator EVM will RSS with the tested repeater EVM. The target for the recorded value is 
adjusted accordingly in the test requirements. 

10.1.5 Test requirements 

In normal conditions as specified in section 5.4.1, the Error Vector Magnitude, as defined in TS25.106, shall not exceed 
13,2%. 



1 0.2 Peak code domain error 

In this section the procedure for testing the Peak Code Domain Error of Repeaters is defined. 
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10.2.1 Definition and applicability 

The Peak Code Domain Error is computed by projecting the error vector onto the code domain at a specific spreading 
factor. The Code Domain Error for every code in the domain is defined as the ratio of the mean power of the projection 
onto that code, to the mean power of the composite reference waveform. This ratio is expressed in dB. The Peak Code 
Domain Error is defined as the maximum value for the Code Domain Error for all codes. The measurement interval is 
one power control group (timeslot). 

10.2.2 IVIinimum Requirements 

In normal conditions as specified in section 5.4.1 the peak code domain error shall not exceed -35 dB at spreading 
factor 256 as defined in TS25.106. 

10.2.3 Test purpose 

To verify that the peak code domain error is within the limit specified in 10.2.2 after the signal passed through the 
Repeater. 

10.2.4 IVIethod of test 

10.2.4.1 Initial conditions 

Set-up the equipment as shown in annex A. 

The test is based upon the test for the base station. Test model 3 as described in TS25.141 is used for the definition of 
the signal to test on. A signal generator providing the required signals is connected to the input of the Repeater. The 
spreading factor of the signal generator is set to 256. The Repeater is set to operate at fuU gain. The signal level is 
adjusted to the equivalent level to obtain the nominal output power as declared by the manufacturer. A signal analyser 
connected to the output is used to measure the peak code domain error value. 

10.2.4.2 Procedure 

The test has to be performed in the upUnk and the downhnk path of the Repeater. The peak code domain error as 
described in TS25.141 Annex E has to be measured. 

10.2.5 Test requirements 

In normal conditions as specified in section 5.4.1 the peak code domain error shall not exceed -33,9 dB at spreading 
factor 256 as defined in TS25.106. 



1 1 Input intermodulation 

The input intermodulation is a measure of the capabiUty of the Repeater to inhibit the generation of interference in the 
pass band, in the presence of interfering signals on frequencies other than the pass band. 

11.1 Definition and applicability 

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the 
desired channel. Intermodulation response rejection is a measure of the capability of the Repeater to maintain the 
wanted frequency free of internally created interference. 

The test requirements in Tables 1 1 .2 may be applied for the protection of FDD Repeater input when GSM900, 
DCS1800, PCS1900, GSM850 and/or FDD BS operating in Bands I to VI are co-located with a UTRA FDD Repeater. 

This test appUes to UpUnk and Downlink path of the Repeater. 
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11.2 Minimum Requirements 
11.2.1 General requirement 

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following 
signals are applied to the Repeater: 



Table 11.1: General input intermodulation requirement 



f_offset 


Interfering Signai 
Leveis 


Type of signals 


lUleasurement 
bandwidth 


3,5 MHz 


-40 dBm 


2 CW carriers 


1 MHz 



For the parameters specified in table 11.1, the power in the pass band shall not increase by more than 10 dB at the 
output of the Repeater as measured in the centre of the pass band, compared to the level obtained without interfering 
signals apphed. 

1 1 .2.2 Co-location with BS in other systems 

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following 
signals are applied to the Repeater: 
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Table 11.2: Input intermodulation requirements for interfering signals in other systems 



Co-located 
other 
systems 


Frequency of 
interfering 
signals 


Interfering 
Signal 
Levels 


Type of 
signals 


Measurement 
bandwidth 


Note 


GSM900 


921 - 960 MHz 


-1-16 dBm 


2CW 
carriers 


1 MHz 


This requirement does not apply to UTRA 
FDD Repeater operating in band VIII, since it 

Is already covered by the requirement in sub- 
clause 1 1 .2.1 , but requires a 86dB coupling 
loss between base station and the repeater 
DL receive port. 


DCS1800 


1805- 1880 MHz 


-1-16 dBm 


2 CW 
carriers 


1 MHz 


This requirement does not apply to UTRA 
FDD Repeater operating in band III, since it 
is already covered by the requirement in sub- 
clause 1 1 .2.1 , but requires a 86dB coupling 
loss between base station and the repeater 
DL receive port. 


PCS1900 


1930 - 1990 MHz 


-1-16 dBm 


2CW 
carriers 


1 MHz 


This requirement does not apply to UTRA 
FDD Repeater operating in band II, since it is 
already covered by the requirement in sub- 
clause 1 1 .2.1 , but requires a 86dB coupling 
loss between base station and the repeater 
DL receive port. 


GSM850 


869 - 894 MHz 


-1-16 dBm 


2CW 
carriers 


1 MHz 


This requirement does not apply to UTRA 
FDD Repeater operating in band V, since it is 
already covered by the requirement in sub- 
clause 1 1 .2.1 , but requires a 86dB coupling 
loss between base station and the repeater 
DL receive port. 


UTRA-FDD 


2110-2170 MHz 


-1-16 dBm 


2CW 


1 MHz 


This requirement does not apply to UTRA 


Band 1 






carriers 




FDD Repeater operating in band 1, since it is 
already covered by the requirement in sub- 
clause 1 1 .2.1 , but requires a 86dB coupling 
loss between base station and the repeater 
DL receive port. 


UTRA-FDD 


1930 - 1990 MHz 


-1-16 dBm 


2CW 


1 MHz 


This requirement does not apply to UTRA 


Band II 






carriers 




FDD Repeater operating in tsand II, since it is 
already covered by the requirement in sub- 
clause 1 1 .2.1 , but requires a 86dB coupling 
loss between base station and the repeater 

DL receive port. 


UTRA-FDD 


1805 - 1880 MHz 


-1-16 dBm 


2CW 


1 MHz 


This requirement does not apply to UTRA 


Band III 






carriers 




FDD Repeater operating in band III, since it 
is already covered by the requirement in sub- 
clause 1 1 .2.1 , but requires a 86dB coupling 
loss between base station and the repeater 
DL receive port. 


UTRA-FDD 


2110-2155 MHz 


-1-16 dBm 


2 CW 


1 MHz 


This requirement does not apply to UTRA 


Band IV 






carriers 




FDD Repeater operating in band IV, since it 
is already covered by the requirement in sub- 
clause 1 1 .2.1 , but requires a 86dB coupling 
loss between base station and the repeater 
DL receive port. 


UTRA-FDD 


869 - 894 MHz 


-1-16 dBm 


2CW 


1 MHz 


This requirement does not apply to UTRA 


Band V 






carriers 




FDD Repeater operating in band V, since it is 
already covered by the requirement in sub- 
clause 1 1 .2.1 , but requires a 86dB coupling 
loss between base station and the repeater 
DL receive port. 


UTRA-FDD 


875 - 885 MHz 


-1-16 dBm 


2 CW 


1 MHz 


This requirement does not apply to UTRA 


Band VI 






carriers 




FDD Repeater operating in band VI, since it 
is already covered by the requirement in sub- 
clause 1 1 .2.1 , but requires a 86dB coupling 
loss between base station and the repeater 
DL receive port. 
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For the parameters specified in table 1 1.2, the power in the pass band shall not increase with more than 10 dB at the 
output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering 
signals applied. 

1 1 .2.3 Co-existence with otiier systems 

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following 
signals are applied to the Repeater: 



Table 11. 2A: Input intermodulation requirements for interfering signals in other systems 



Co- 
existence 
with other 
systems 


Frequency of 
interfering 
signals 


Interfering 
Signal 
Levels 


Type of 
signals 


Measurement 
bandwidth 


Note 


GSM900 

^^^^ 1 V 1 www 


876 - 915 MHz 


-15 dBm 


2 CW 
carriers 


1 MHz 


This rsQuirement does not aoolv to UTRA 

1 1 1 1 W 1 w V«l U 1 1 w 1 1 1 w 1 1 L W w W 1 1 w L C\k./ul y Lw 1 1 l/\ 

FDD RepGater operating in band VIII, 
since it is already covered by the 
requirement in sub-clause 1 1 .2.1 


DCS1800 


1710 - 1785 MHz 


-15 dBm 


2 CW 
carriers 


1 MHz 


This rsQuirement does not aoolv to UTRA 

1 1 J 1 W 1 wU U 1 1 wl 1 1 w 1 1 L wl w w W 1 1 Uwul y Lw 1 1 lt\ 

FDD Repeater operating in band III, since 
it is already covered by the requirement in 
sub-clause 11.2.1 


PCS1900 

1 *w/ 1 www 


1850 - 1910 MHz 


-15 dBm 


2 CW 
carriers 


1 MHz 


Thl*=; rpnulrpmpnt dnp^ not annlv to UTRA 
FDD Repeater operating in band II, since 
it is already covered by the requirement in 
sub-clause 1 1 .2.1 


GSM850 


824 - 849 MHz 


-15 dBm 


2 CW 
carriers 


1 MHz 


This reauirement does not aoolv to UTRA 

1 1 1 1 W 1 w \A 1 1 w 1 1 1 w 1 1 L W wO 1 1 w L Uk^ky 1 y Iw Vw/ 1 1 l/% 

FDD Repeater operating in band V, since 
it is already covered by the requirement in 
sub-clause 1 1 .2.1 


UTRA-FDD 


1920 - 1980 MHz 


-15 dBm 


2 CW 


1 MHz 


Thi*=i rpduirpmpnt doP9 not annlv to UTRA 

1 1 1 1 W 1 wu LJ 1 1 w 1 1 1 w 1 1 L u W wO 1 1 w I Ukyk^l y l\J \^ 1 1 Ifl 


Band 1 






carriers 




FDD Repeater operating in band 1, since 
it is already covered by the requirement in 
sub-clause 11.2.1 


UTRA-FDD 


1850 - 1910 MHz 


-15 dBm 


2 CW 


1 MHz 


This requirement does not apply to UTRA 


Band II 






carriers 




FDD Repeater operating in band II, since 
it is already covered by the requirement in 
sub-clause 11.2.1 


UTRA-FDD 


1710 - 1785 MHz 


-15 dBm 


2CW 


1 MHz 


This requirement does not apply to UTRA 


Band III 






carriers 




FDD Repeater operating in band III, since 
it is already covered by the requirement in 
sub-clause 1 1 .2.1 


UTRA-FDD 


1710 - 1755 MHz 


-15 dBm 


2CW 


1 MHz 


This requirement does not apply to UTRA 


Band IV 






carriers 




FDD Repeater operating in band IV, since 
it is already covered by the requirement in 
sub-clause 1 1 .2.1 


UTRA-FDD 


824 - 849 MHz 


-15 dBm 


2 CW 


1 MHz 


This requirement does not apply to UTRA 


Band V 






carriers 




FDD Repeater operating in tjand V, since 
it is already covered by the requirement in 
sub-clause 1 1 .2.1 


UTRA-FDD 


830 - 840 MHz 


-15 dBm 


2CW 


1 MHz 


This requirement does not apply to UTRA 


Band VI 






carriers 




FDD Repeater operating in band VI, since 
it is already covered by the requirement in 
sub-clause 11.2.1 



For the parameters specified in table 1 1.2A, the power in the pass band shall not increase with more than 10 dB at the 
output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering 
signals applied. 

1 1 .3 Test purpose 

The purpose of this test is to verify that the Repeater meets the intermodulation characteristics requirements as specified 
in TS 25.106, subclause 11.1. 
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1 1 .4 Method of test 

11.4.1 Initial conditions 

1) Set-up the equipment as shown in annex A. 

2) Set the Repeater to maximum gain. 

3) Connect two signal generators with a combining circuit or one signal generator with the abiUty to generate 
several CW carriers to the input. 

4) Connect a spectrum analyser to the output of the Repeater. Set the resolution bandwidth to 1 MHz in the centre 
of the pass band. Set averaging to 1 second or more. 

1 1 .4.2 Procedure 

1) Adjust the frequency of the input signals, either below or above the pass band, so that the lowest order 
intermodulation product is positioned in the centre of the pass band, according to subclause 11.2. 

2) Take the measurement of the rise of the output signal. 

3) Repeat the measurement for the opposite path of the Repeater. 

1 1 .5 Test requirennents 

1 1 .5.1 Mandatory requirement 

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following 
signals are applied to the Repeater: 

Table 11.3: Input intermodulation requirement 



f_offset 


Interfering Signal 
Levels 


Type of signals 


Measurement 
bandwidth 


3,5 MHz 


-40 dBm 


2 CW carriers 


1 MHz 



For the parameters specified in table 1 1.3, the power in the pass band shall not increase by more than 1 1,2 dB at the 
output of the Repeater as measured in the centre of the pass band, compared to the level obtained without interfering 
signals appUed. 

1 1 .5.2 Co-location with BS in other systems 

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following 
signals are applied to the Repeater: 
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Table 11.4: Input intermodulation requirements for interfering signals in other systems 



Co-located 

other 
systems 


Frequency of 
interfering 
signals 


Interfering 
Signal 
Levels 


Type of 
signals 


Measurement 
bandwidth 


Note 


GSM900 


921 - 960 MHz 


-1-16 dBm 


2CW 
carriers 


1 MHz 


This requirement does not apply to UTRA 
FDD Repeater operating in band VIII, since 
it Is already covered by the requirement In 
sub-clause 1 1 .2.1 , but requires a 86dB 
coupling loss between base station and the 
repeater DL receive port. 


DCS1800 


1805-1880 MHz 


-1-16 dBm 


2 CW 
carriers 


1 MHz 


This requirement does not apply to UTRA 
FDD Repeater operating in band III, since it 
is already covered by the requirement in 

sub-clause 1 1 .2.1 , but requires a 86dB 
coupling loss between base station and the 
repeater DL receive port. 


PCS 1900 


1930- 1990 MHz 


-1-16 dBm 


2CW 
carriers 


1 MHz 


This requirement does not apply to UTRA 
FDD Repeater operating in band II, since it 
is already covered by the requirement in 
sub-clause 1 1 .2.1 , but requires a 86dB 
coupling loss between base station and the 
repeater DL receive port. 


GSM850 


869 - 894 MHz 


-1-16 dBm 


2 CW 
carriers 


1 MHz 


This requirement does not apply to UTRA 
FDD Repeater operating in band V, since it 
is already covered by the requirement in 
sub-clause 1 1 .2.1 , but requires a 86dB 
coupling loss between base station and the 
repeater DL receive port. 


UTRA-FDD 


2110-2170 MHz 


-1-16 dBm 


2CW 


1 MHz 


This requirement does not apply to UTRA 


Band 1 






carriers 




FDD Repeater operating in band 1, since It 
is already covered by the requirement in 
sub-clause 1 1 .2.1 , but requires a 86dB 
coupling loss between base station and the 
repeater DL receive port. 


UTRA-FDD 


1930-1990 MHz 


-t-16 dBm 


2 CW 


1 MHz 


This requirement does not apply to UTRA 


Band II 






carriers 




FDD Repeater operating In band II, since It 
Is already covered by the requirement In 
sub-clause 1 1 .2.1 , but requires a 86dB 
coupling loss between base station and the 
repeater DL receive port. 


UTRA-FDD 


1805- 1880 MHz 


-1-16 dBm 


2CW 


1 MHz 


This requirement does not apply to UTRA 


Band III 






carriers 




FDD Repeater operating In band III, since It 
is already covered by the requirement in 
sub-clause 1 1 .2.1 , but requires a 86dB 
coupling loss between base station and the 
repeater DL receive port. 


UTRA-FDD 


2110-2155 MHz 


-1-16 dBm 


2 CW 


1 MHz 


This requirement does not apply to UTRA 


Band IV 






carriers 




FDD Repeater operating in band IV, since It 
Is already covered by the requirement In 
sub-clause 1 1 .2.1 , but requires a 86dB 
coupling loss between base station and the 
repeater DL receive port. 


UTRA-FDD 


869 - 894 MHz 


-1-16 dBm 


2 CW 


1 MHz 


This requirement does not apply to UTRA 


Band V 






carriers 




FDD Repeater operating In band V, since It 
Is already covered by the requirement In 
sub-clause 1 1 .2.1 , but requires a 86dB 
coupling loss between base station and the 
repeater DL receive port. 


UTRA-FDD 


875 - 885 MHz 


-1-16 dBm 


2 CW 


1 MHz 


This requirement does not apply to UTRA 


Band VI 






carriers 




FDD Repeater operating In band VI, since It 
Is already covered by the requirement In 
sub-clause 1 1 .2.1 , but requires a 86dB 
coupling loss between base station and the 
repeater DL receive port. 
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For the parameters specified in table 1 1 .4, the power in the pass band shall not increase with more than 11 ,2 dB at the 
output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering 
signals applied. 

1 1 .5.3 Co-existence with otiier systems 

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following 
signals are applied to the Repeater: 



Table 11. 4A: Input intermodulation requirements for interfering signals in the other systems 



Co- 
existence 
with other 
systems 


Frequency of 
interfering 
signals 


Interfering 
Signal 
Levels 


Type of 
signals 


Measurement 
bandwidth 


Note 


GSM900 

^^^^ 1 V 1 www 


876 - 915 MHz 


-15 dBm 


2 CW 
carriers 


1 MHz 


This reauiremsnt does not aoolv to UTRA 
FDD Repeater operating in band VIII, since 
it is already covered by the requirement in 
sub-clause 11.2.1 


DCS1800 


1710 - 1785 MHz 


-15 dBm 


2 CW 
carriers 


1 MHz 


This reauiremsnt does not aoolv to UTRA 

1 1 1 1 W 1 wU KJill w 1 1 1 w 1 1 L WW WW 1 1 w L tilwwl V Lw 1 1 i#i 

FDD Repeater operating in band III, since it 
is already covered by the requirement in 
sub-clause 1 1 .2.1 


PCS1900 

1 *w/ 1 www 


1850 - 1910 MHz 


-15 dBm 


2 CW 
carriers 


1 MHz 


Thi*? rpnuirpment doP9 not annlv tn UTRA 
FDD Repeater operating in band II, since it 
is already covered by the requirement in 
sub-clause 11.2.1 


GSM850 


824 - 849 MHz 


-15 dBm 


2 CW 
carriers 


1 MHz 


This reauirement does not aoolv to UTRA 

1 lllw 1 wV| i#l 1 1 w 1 1 1 w 1 1 1 VI WW 1 1 I C^wlk^l y Lw 1 1 \t\ 

FDD Repeater operating in band V, since it 
is already covered by the requirement in 
sub-clause 1 1 .2.1 


UTRA-FDD 


1920 - 1980 MHz 


-15 dBm 


2 CW 


1 MHz 


This rpciuirpmpnt dops not annlv to UTRA 

1 1 llw 1 wULJII wl 1 Iwl IL VlwwW 1 IwL kAK^kJI y Lw V/ 1 1 \r\ 


Band 1 






carriers 




FDD Repeater operating in band 1, since it 
is already covered by the requirement in 
sub-clause 11.2.1 


UTRA-FDD 


1850 - 1910 MHz 


-15 dBm 


2 CW 


1 MHz 


This requirement does not apply to UTRA 


Band II 






carriers 




FDD Repeater operating in band II, since it 
is already covered by the requirement in 
sub-clause 11.2.1 


UTRA-FDD 


1710 - 1785 MHz 


-15 dBm 


2CW 


1 MHz 


This requirement does not apply to UTRA 


Band III 






carriers 




FDD Repeater operating in tjand III, since it 
is already covered by the requirement in 
sub-clause 1 1 .2.1 


UTRA-FDD 


1710 - 1755 MHz 


-15 dBm 


2CW 


1 MHz 


This requirement does not apply to UTRA 


Band IV 






carriers 




FDD Repeater operating in band IV, since it 

is already covered by the requirement in 
sub-clause 1 1 .2.1 


UTRA-FDD 


824 - 849 MHz 


-15 dBm 


2 CW 


1 MHz 


This requirement does not apply to UTRA 


Band V 






carriers 




FDD Repeater operating in iDand V, since it 
is already covered by the requirement in 
sub-clause 11.2.1 


UTRA-FDD 


830 - 840 MHz 


-15 dBm 


2CW 


1 MHz 


This requirement does not apply to UTRA 


Band VI 






carriers 




FDD Repeater operating in band VI, since it 
is already covered by the requirement in 
sub-clause 11.2.1 



For the parameters specified in table 11. 4 A, the power in the pass band shall not increase with more than 1 1,2 dB at the 
output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering 
signals applied. 
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1 2 Output intermodulation 

The output intermodulation requirement is a measure of the abihty of the repeater to inhibit the generation of 
intermodulation products signals created by the presence of an interfering signal reaching the repeater via the output 
port. 

12.1 Definition and applicability 

The output intermodulation level is the power of the intermodulation products when a WCDMA modulated interference 

signal is injected into the output port at a level of 30 dB lower than that of the wanted signal. The frequency of the 
interference signal shall be ±5 MHz, ±10 MHz and ±15 MHz offset from the wanted signal, but within the frequency 
band allocated for UTRA FDD downlink as specified in subclause 4.1. 

The requirement is applicable for downlink signals. 

The normative reference for this requirement is in TS25.106 [12] section 12. 

12.2 Minimum requirement 

In normal conditions as specified in section 5.4.1, the output intermodulation level shall not exceed the out of band 
emission or the spurious emission requirements of section 9.1 and 9.2. 

12.3 Test purpose 

The test purpose is to verify the abihty of the repeater to restrict the generation of intermodulation products in the 
presence of a subject signal on the repeater input and output ports, and an interfering signal apphed at the repeater 
output port. 

12.4 Method of test 

12.4.1 Initial conditions 

1) Set-up the equipment as shown in annex A. 

2) Connect a signal generator to the input port of the Repeater for tests of repeaters with a pass band corresponding 
to one 5 MHz channel. Cormect a signal generator to the circulator on the output port and make sure the signal 
generator power is directed to the repeater output port. 

3) Measurements with an offset from the carrier centre frequency between 2,515 MHz and 4,0 MHz shall use a 30 
kHz measurement bandwidth. 

4) Measurements with an offset from the carrier centre frequency between 4,0 MHz and (Afmax - 500 kHz) shall 
use a 1 MHz measurement bandwidth. The IMHz measurement bandwidth may be calculated by integrating 
multiple 50 kHz or narrower filter measurements 

5) Detection mode: True RMS. 

12.4.2 Procedures 

1) Set the Repeater to maximum gain. 

2) Set the signal generator at the repeater input port (subject signal) to generate a signal in accordance to test model 
1, TS 25.141 subclause 6.1.1.1, at the level which produce the manufacturer specified maximum output power at 

maximum gain. 

3) Set the signal generator at the repeater output port (interference signal) to generate a signal in accordance to test 
model 1, TS 25.141 subclause 6.1.1.1, at the level producing signal power corresponding to 30 dB below the 
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manufacturer specified maximum output power at the repeater output port with the specified frequency offset 
from the wanted signal. 

4) Measure the emission at the specified frequencies with specified measurement bandwidth and note that the 
measured value does not exceed the specified value. Measurements in the band of the interfering signal shall be 
excluded. The measurements can be limited to the power of all third and fifth order intermodulation products. 

5) Repeat from clause 3 until interference signals ±5 MHz, ±10 MHz and ±15 MHz frequency offset from the 
wanted signal has been tested. Note that interfering signals outside the UTRA-FDD allocated frequency band , as 
specifies in section 4.1. need not be tested. 

12.5 Test requirements 

In all measurements, the requirements according to sections 9.1.1.5 and the downlink requirements in section 9.2.2.1 or 
9.2.2.2 shall be fulfilled. 



13 Adjacent Channel Rejection Ratio (ACRR) 

13.1 Definitions and applicability 

Adjacent Channel Rejection Ratio (ACRR) is the ratio of the RRC weighted gain per carrier of the repeater in the pass 
band to the RRC weighted gain of the repeater on an adjacent channel. 

The requirement shall apply to the Uplink and Downlink of Repeater where the donor link is maintained via antennas 
(over the air Repeater). 

13.2 Minimum Requirements 

In normal conditions the ACRR shall be higher than the value specified in the Table 13.1. 



Table 13.1 : Repeater ACRR 



Repeater maximum 
output power as in 
9.1.1 


Cliannel offset from tlie centre 
frequency of tiie first or last 5 MHz 
channel witliin tlie pass band. 


ACRR limit 


P > 31 dBm 


5 MHz 


33dB 


P > 31 dBm 


10 MHz 


33dB 


P < 31 dBm 


5 MHz 


20dB 


P < 31 dBm 


10 MHz 


20dB 



13.3 Test purpose 

To verify that the Repeater ACRR requirement shall be met as specified in subclause 13.1. 

13.4 Method of test 
13.4.1 Initial conditions 

1) Set-up the equipment as shown in annex A. 

2) Connect the signal generator equipment to the Repeater input port. 

3) Connect the power measuring equipment to the Repeater output port. 

4) The measurement device characteristics shall be: 
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- measurement filter bandwidth: defined in subclause 13.1; 

- detection mode: true RMS voltage or true average power. 

13.4.2 Procedure 

1) Set the signal generator to transmit a signal modulated with a combination of PCCPCH, SCCPCH and Dedicated 
Physical Channels specified as test model 1 in TS 25.141 at the first or last 5 MHz channel within the pass band. 

2) Adjust the input power to the Repeater to create the maximum nominal Repeater output power at maximum gain 

3) Measure the RRC filtered mean power at the RF output port over a certain slot. 

4) Set the signal generator to transmit the same signal and the same input power at one of the channel offsets 
according to Table 13.1. 

5) Measure the RRC filtered mean power at the RF output port over a certain slot. 

6) Calculate the ratio of the measured power in the pass band to the measured power at the channel offset. 

7) Repeat step 4) to 6) until all channel offsets in Table 13.1 are measured. 

13.4.3 Test Requirements 

In normal conditions as specified in section 5.4.1, the ACRR shall be higher than the value specified in the Table 13.2. 



Table 13.2: Repeater ACRR 



Repeater maximuin 
output power as in 
9.1.1.1 


Channei offset from the centre 
frequency of the first or iast 5 lUIHz 
channel within the pass band. 


ACRR limit 


P > 31 dBm 


5 MHz 


32,3dB 


P > 31 dBm 


10 MHz 


32,3dB 


P < 31 dBm 


5 MHz 


19,3dB 


P < 31 dBm 


10 MHz 


19,3dB 
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Annex A (informative): 

Repeater measurement system set-up 

Example of measurement system set-ups are attached below as an informative annex. 



A.1 Maximum output power 



Power meter 
or equivalent 




Repeater 
under test 




WCDMA 

Signal 
Generator 


< 


< 



Figure A.1 : lUleasuring system set-up for maximum output power. 

Note that a repeater is a bi-directional device. The signal generator may need protection. 



A.2 Frequency stability 



Frequency 
counter 




Repeater 
under test 




CW Signal 
Generator 


< 


< 



Figure A.2: lUleasurement system set-up for RF frequency stability. 

Note that a repeater is a bi-directional device. The signal generator may need protection. 



A.3 Out of band gain 



Spectrum 
analyser 



-30 dB 
precission 
attenuator 



Repeater 
under test 



-30 dB 
precission 
attenuator 



CW Signal 
Generator 



Figure A.3: Measuring system set-up for out of band gain. 

Note that a repeater is a bi-directional device. The signal generator may need protection. 



A.4 Unwanted emission: Spectrum emission mask 
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Repeater 
under test 






WCDMA 

Signal 
Generator 


Spectrum 
analyser 


< 




5 MHz 
channel 
filter 






M 





Figure A.4: Measuring system Set-up for unwanted emission: spectrum emission maslc. 

Note that a repeater is a bi-directional device. The signal generator may need protection. 

A.5 Unwanted emission: Spurious emission 







Repeater 
under test 






WCDMA 

Signal 
Generator 


Spectrum 
analyser 


< 




5 MHz 
channel 
filter 












Figure A.5: Pleasuring system set-up for unwanted emission: spurious emission. 

Note that a repeater is a bi-directional device. The signal generator may need protection. 



A.6 Modulation Accuracy: Error Vector Magnitude 



Signal 
analyser 




Repeater 
under test 




WCDMA 

Signal 
Generator 


< 


< 



Figure A.6: lUleasuring system set-up for modulation accuracy: error vector magnitude. 

Note that a repeater is a bi-directional device. The signal generator may need protection. 

A.7 Modulation Accuracy: Peak Code Domain Error 



Signal 

analyser 




Repeater 
under test 




WCDMA 

Signal 
Generator 


< 


< 



Figure A.7: lUleasuring system set-up for modulation accuracy: peak code domain error. 

Note that a repeater is a bi-directional device. The signal generator may need protection. 
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A.8 Input inter modulation 



Spectrum 
analyser 




Repeater 
under test 




CW Signal 
Generator 


< 


< 



Figure A.8: Measuring system set-up for input intermodulation. 



A.9 Output Intermodulation 



Spectrum 




analyser 


< ( 











WCDMA 

Signal 
Generator 


attenuator 




5 MHz 
channel 

filter 











Repeater 
under test 





WCDMA 




5 MHz 
channel 








Signal 




filter 




Generator 







circulator 

Figure A.9: lUleasuring system set-up for Output Intermodulation. 

Note that a repeater is a bi-directional device. The signal generator may need protection. 



The 5 MHz channel filter is only required if the WCDMA signal generator does not fulfil the unwanted emission 
requirement for base stations (TS25.141 [11], section 6.5) with at least 10 dB margin in the described set-up. 



ETSI 



3GPP TS 25.143 version 6.7.0 Release 6 



51 



ETSI TS 125 143 V6.7.0 (2007-06) 



Annex B (informative): 
Derivation of Test Requirements 

The Test Requirements in this specification have been calculated by relaxing the Minimum Requirements of the core 
specification using the Test Tolerances defined in subclause 5.2. When the Test Tolerance is zero, the Test Requirement 
will be the same as the Minimum Requirement. When the Test Tolerance is non-zero, the Test Requirements wiU differ 
from the Minimum Requirements, and the formula used for this relaxation is given in table B.l. 



Table B.l : Derivation of Test Requirements 



Clause 
number 


Title 


iUlinimum Requirement in 
TS 25.106 


Test 
Tolerance 
(TT) 


Test Requirement in 
TS 25.143 


6.1 


Maximum output 
power 


In normal conditions 
Table 6.1 


0,7 dB 


Formula: 
Upper limit + TT 
Lower limit - TT 

In normal conditions refer to 
Table 6.3 


In extreme conditions 
label 6.2 


In extreme conditions refer to 
Table 6.4 


9.1 


Spectrum emission 
mask 


Tables 9.1 , 9.2, 9.3 and 9.4: 
"Maximum level" = X dB 


1,5 dB 


Formula: 

Maximum level + TT 

Refer to tables 9.5, 9.6, 9.7 and 
9.8 


7 


Frequency stability 


7.1 minimum requirement 


12 Hz 


Formula: 

Relative error + TT 

Refer to 7.5 Test requirements 


8 


Out of Band Gain 


Table 8.1 : Out of band gain 
limits 


0,5 dB 


Formula: 

Maximum level + TT 

Refer to table 8.2 


9.2 


Spurious emissions 


Tables 9.5, to 9.15 


OdB 




10.1 


Error Vector 
IVIagnitude 


10.1.1 Minimum requirement 


0% 


Formula: 

RSS Stimulus EVM and 
Repeater EVM to get target 
EVM 

Refer to 10.1.5 Test 

requirements 


10.2 


Peal< code domain 
error 


10.2.1 Minimum requirement 


1,1 dB 


Formula: 

Maximum error + TT 

Refer to 10.2.5 Test 

requirements 


11 


Input 

intermodulation 


1 1 .5 Minimum requirements, 
and Tables 11.1 and 11.2 


1,2 dB 


Maximum in-band power 
increase + TT 

Refer to 1 1 .5 Test 
requirements. 


12 


Output 

intermodulation 


12.1 Minimum requirements 


1,5 dB for 
spectrum 
emission 
mask. 

dB for 
spurious 
emissions 


Maximum level + TT 
Refer to tables 9.5 to 9.1 9 
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Annex C (informative): 

Acceptable uncertainty of Test Equipment 

This informative annex specifies the critical parameters of the components of an overall Test System (e.g. signal 
generators, signal analysers etc.) which are necessary when assembling a Test System which compUes with 
subclauses. 1 Acceptable uncertainty of Test System. These Test Equipment parameters are fundamental to the accuracy 
of the overall Test System and are unlikely to be improved upon through System Calibration. 



Table C.I : Equipment accuracy 



Test 


Equipment accuracy 


Test condition 


6.1 Maximum output power 


Not critical 




9.1 Spectrum emission mask 


Not critical 




9.2 Spurious emissions 


Not critical 




1 1 Input intermodulation (interferer 


Not critical 




requirement) 






7 Frequency error 


±10 Hz + timebase = 12 Hz 


Range to 500 Hz. (Tfiis is to allow for 
UE range that at 0,1 PPM is larger 
than BTS). 


1 0.1 Error vector magnitude 


±2,5 % (for single code) 


P_Max-3 to P_Max - 18 dB 

Applies for reading from 1 0% to 25%. 


10.2 Peak code domain error 






8 Out of band gain 






1 1 Input intermodulation 
Characteristics 






12 Output intermodulation 
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Annex D (informative): 
Cliange History 



Table D.I : Change History 



TSG 


Doc 


CP 


p 


Title 


Cat 


Curr 


New 


Wnrk Itptn 


RP-22 








Rpl-fi vprQinn prpptpd from 7 tn hp ^^pnt tn ITI 1-R 
for Rev 4 of M.1457 






6.0.0 




RP-24 


RP-040191 


043 




Sniirinii9 prnic;c;inn9' On-pyi<^tpnrp with ciprvirpci in 
adjacent frequency bands 


A 


6.0.0 


6.1 .0 


Rlnlmn- 
Rep 


RP-24 


RP-040192 


046 


1 


New Adjacent Channel Rejection Ratio for Repeaters 


A 


6.0.0 


6.1.0 


Rlnlmp- 
Rep 


RP-25 


RP-040289 


047 




Spurious emissions: Redrafting of tables for co- 
existence 


F 


6.1.0 


6.2.0 


Rlnlmp- 
REP 


RP-30 


RP-050730 


0050 




Modification of spurious emissions for protection of 
PHS 


A 


6.2.0 


6.3.0 


TEW 


RP-31 


RP-060100 


0052 


2 


Introduction of operating band III to VI requirements 

In 25.143 


B 


6.3.0 


6.4.0 


TEI6 


RP-33 


RP-060520 


0056 


1 


Clean up of Spurious emissions 


A 


6.4.0 


6.5.0 


TEI5 


RP-33 


RP-060521 


0059 


1 


New UTRA Repeater up-IInk spurious emissions 
limits for co-existence/co-locatlon with TDD 


A 


6.4.0 


6.5.0 


TEI5 


RP-34 


RP-06081 1 


0062 


1 


Corrections to Input Intermodulatlon 


A 


6.5.0 


6.6.0 


TEI5 


RP-36 


RP-070370 


0066 




Category B spurious emission limits for UTRA 
Repeater 


A 


6.6.0 


6.7.0 


TEW 
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